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HETERO

CIN : U24110AP1989PLC009723

HETERO LABS LIMITED (UNIT-III)

Sy. No. : 120 & 128, 150 (PART), 150/1, 151/2, 158/1, N. Narasapuram (Village),

Nallamattipalem (V), Nakkapalli (Mandal), Visakhapatnam (Dist.) - 531 081, A.P., INDIA.

Tele Phone : +91-891-2877900, Fax : +91-891-2877933
E-mail : contact@heterodrugs.com. URL : http//www.heterodrugs.com.

29t December 2022
Letter NO: HLL-III/EHS/MoEF&CC/2022-23/03

Dr. Suresh Babu Pasupuleti

Joint Director (S)

Integrated Regional Office (IRO),

Ministry of Environment, Forest & Climate Change,
Green House complex, Gopala Reddy Road,
Vijayawada - 520010,

Andhra Pradesh.

Dear Sir,

Sub : Submission of six-monthly compliance report of Environmental Clearance issued
to M/s Hetero Labs Ltd, Unit-lll Nakkapalli, Visakhapatnam — Certified by third
party -Regarding

Ref : Environmental Clearance No: J-11011/396/2010-IA Ii (I) Dated 10/09/2012

With reference to the above, please find enclosed six-monthly compliance report of Environmental
clearance of M/s Hetero Labs Ltd, Unit-lll certified by third party approved by MoEF&CC (NABL
& NABET Accredited Lab) for the period April 2022 to September 2022 with all necessary
attachments for your kind information and perusal. ‘

Kindly acknowledge the receipt.
Thanking you,

Yours faithfully,
For Hetero Labs Ltd, Unit-lll

Associate Vice President -EHS

Enclosures :As above

"Hetero Corporate” 7-2-A2, Industrial Estates, Sanath Nagar, HYDERABAD - 500 018, Telangana, India.
Tel : 91-40-23704923/24/25, Fax : 91-40-23704926, 23714250,23714119



: o
Wi, SV ENVIRO LABS & CONSULTA NTS &
= é— (Environmental Engineers & Consultants in Pollution Control) 4
e Corporate Office :  Enviro House, B-1, Block-B, IDA, Autonagar, Visakhapatnam-530012 ;

& Laboratory www.svenvirolabs.com, Ph:0891-2755528, Cell: +91 9440338628
info@svenvirolabs.com, svenviro_labs@yahoo.co.in

T~ :
~==~. Branch Office : 2-53, Mahipala Street, Yanam - 533464,

l

Fo=ipY

=
NS

REXIIRIR Recognized by Govt.of India-MoEF & CC, New Delhi, Accredited by : NABL & NABET “li“i%’,
' Date: 13.12.2022

To

Sr. General Manager -EHS,

M/s. Hetero Labs Limited (Unit-111)

N. Narasapuram Village, Nallamattipalem Village,

Nakkapalli Mandal,

Visakhapatnam,

Sir.
Sub: Certified Compliance report lor Environmental Clearance of M/s. Hetero Labs Limited
(Unit-11I) Audited by SV Enviro Labs & Consultants, NABL Accredited third party- Reg
Ref: 1) EC F. No. J-11011/352/2003-1A.11 (1), Date: 25.09.2006
2) EC Expansion F. No.: I-110117396,/2011-1A [I (1) Date: 10.09.2012.

We wish to inform you that. we SV Enviro Labs & Consultants, accredited by
NABET/NABL located at Enviro House. BI. Block ‘B’-IDA. Auto Nagar, Visakhapatnam herewith
submit audited report for M/s. Hetero Labs l.imited -Unit-111 (Formerly Unit-V), at Sy. No. 119, 120,
(125 (Part), 126. 138 (Part), Narasaraopuram Village. Nakkapally Mandal, Visakhapatnam for
Environmental Clearance obtained from Ministry of Environment and Forests for the period of 01*
April 2022 to 30" September 2022 (as on December 2022) after completing site visit.

With reference cited above, we have prepared certified compliance report for Environmental

Clearance for the orders mentioned above vide reterence numbers (1 &2).
Thanks and Regards,

\

Authorized(‘fji’é,gntm')'




CERTIFIEDCOMPLIANCE REPORT CENVIRONMENTAL CLEARKRCE
ISSUED BY SV ENVIRDABS & CONSULTANTS
M/S. HETERO LABS LIMITEQUNIT-III)
NO. 311011/396/2010-IA Il (I) DATED10™ SEPTEMBER 2012
EC COMPLIANCEERIOD 01STAPRIL 2022 TO 30" SEPTEMBER 2022

A. Specific Conditions

S. No

Condition

Compliance

All the specific conditions and genera
conditions specified in the
environmental clearance letter
accorded vide ministry no. J
11011/352/2003 -la.ll () dated 25h
September, 2006 shall be implemented

Complied.

The Industry isimplementing conditions of
Environmental Clearance letter accordeq
vide ministry no. }11011/352/2003 -IA.ll
(I) dated 25h September, 2006.

EC Compliance report is attached a
Annexure -I for your kind perusal.

National Emission standards for organig
chemicals manufacturing  Industry
issued by the ministry videG.S.R.608K)
dated 21st July, 2010and amended time
to time shall be followed by the unit.

Being Complied.

The Industry has engaged third party,
agency for monitoring of Ambient Air
Quality and noise level monitoring for the
parameters mentioned in this order. All the
parameters are within standards.

The Ambient Air Quality Monitoring
Reports are attached a#Annexure -1l for
your perusal.

Permission and recommendation shal
be obtained from the state forest
department regarding the impact of the
proposed expansion on the surrounding
reserveforests (2 Nos.)

NOT APPLICABLE

There is no reserve forest in the

surrounding area.

iv. Multi-cyclone followed by bag filter] Complied.
shall be provided to the boiler to control| Boilers are nstalled in the premises of M/s
particulate emissions within | Hetero Infrastructure SEZ Ltd and
permissible  limit.  The  gaseous required steam for the unit is being
emissions shall be dispersed through supplied by M/s Hetero Infrastructure SEZ
stack of adequate height as pe Ltd.
CPCB/APPCB guidelines.
The industry has provided stack height ag
per the CPCB/APPCB guidelines andir
pollution Control devices provided to the
Boiler stacks are as below:
Boiler Stack APCB
Capacity | Height
45 TPH | 53 m | Electrostatic Precipitator
20 TPH 33 m | Multi cyclone and Bag filter
12 TPH | 30 m | Bag Filter
10 TPH | 30 m | Bag Filter
V. Adequate scrubbing system shall b¢ Complied.

provided to the process vents to control
process emissions. The scrubbing medi
shall be sent to effluent treatment plant

(ETP) for treatment. Efficiency of

Adequate scrubbing systems provided to
all the reactors where acidic reactions arg
being carried.
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scrubber shall be monitored regularly
and maintained properly. A no time, the
emission levels should go beyond the
prescribed standards. Scrubbers ven
shall be provided with on-line detection
and alarm system to indicate higher
than permissible value of controlled
parameters.

The industry issendingscrubbing media to
effluent treatment plant (ETP) for
treatment and provided with on-line pH
meters and alarm system for effective
operation of Scrubbers.

The industry is maintaining the records of
in-house regular monitoring of the
scrubbers.

List of scrubbers installed is enclosed as
Annexure III.

Vi.

Ambient air quality data shall be
controlled as per NAAQES standard
notified by the ministry vide G.S.R. N¢
826(E) 16t September, 2009. The levels
of PMuo, SO2, NOX, Céand VOC shall bg
monitored in the Ambient air and
emissions from the stacks and displayec
at a convenient location near the mair]
gate of the company and at important
public places. The company shall uploa
the results of monitored data on its
website and shall update the same
periodically. It shall simultaneously be
sent to the regional office of MOEF, th
respective Zonal office of CPCB and th
AP PollutionControl Board (APPCB)

Complied

The industry has nstalled 03 «‘i¢
Continuous  Ambient  Air  Quality
Monitoring stations at site and are

connected to APPCB website. Theata is
being displayed at Mainentrance Gate
The industry has engaged third party for
monitoring of Ambient Air Quality
monitor ing for the parameters mentioned
The monitoring reports are submitting to
AP Pollution Control Board onmonthly
basis and submitting toregional office of
MoEF,along with six monthly compliances
Ambient Air Quality report is enclosedas
Annexure |II.

Vil.

To Eliminate/reduce odour problem,
the effluent before going to ETP shall bg
treated in stripper for removal of VOC.
VOC shall be monitored in ETP area.

Complied.

The industry has installed B nos of
Strippers for removal of VOCsbefore
sending effluent toMEE ofETP andVOC is|
being monitored in ETP area byonline as
well as portable instruments and records
are being maintained.Online VOC meter ig
connected to APPCB website.

viii.

Specific VOC to be monitored for th¢
specific solvents using proper sampling
and analysisprotocols.

Complied.

At present VOC is being monitored throug}
portable and online VOC meters and
records are being maintained.

In plant control measures for checking
fugitive emissions from all the
vulnerable sources shallbe provided.

Fugitive emissions Controlled by
providing closed storage, closed
handling & conveyance of

chemicals/materials, multi cyclone
separator and water sprinkling system.
Dust suppression system including
water sprinkling system shall be
provided at loading and unloading areas

to control dust emissions. Fugitive

Complied.
The industry is taking all possible
precautions for controlling fugitive

emissions from all sources by way of:
xStoring solvents in closed tanks with vent
condensersin dedicate area.
XTransfer of solvents & chemicals through
closed pipelines.
XVents of reactorin which acidic reactions
are being carried are connected to
scrubbers
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emissions in the work zone
environment, product, raw materials
storage area etc. shall be regularl
monitored. The emission shall conform
to the limits stipulated by the APPCB

xDual stage condensers are provided t
the vents of all reactors, ANFDs an
Solvent Recovery units.

Water sprinkler system to Ammonia
storage & solvent storage yard.
xFugitive emissions are being regularly
monitored and records are in place.

All emissions are confirming to the limits
prescribed by the APPCB.

For further control of fugitive emissions
, following steps shall be followed:

1. Closed handling system shall b
provided for chemicals.

2. Reflux condenser shall be
provided over reactor.

3. System of leak detection anc
repair of pump/pipeline based
on preventive maintenance.

4. The acids shall be taken from
storage tanks to reactors
through closed pipeline. Storage
tanks shall be vented through
trap receiver and condenser|
operated on chilled water.

5. Cathodic protection shall be
provided to the underground
solvent storage tanks.

1. All chemicals & solvents are being

2. Dual

3. Preventive maintenance of all major

4. Acids are being transferred through

5. There are no underground storage

Complied.

transferred through closed pipelines.
stage Reflux condensers are
provided over the reactors (Vents of
reactors).

equipment is in place and is being
followed.

closed pipeline from storage to
reactors. The vents of storage tankare
connected to the scrubber.

tanks in the factory.

Regarding Leak detectiorand repairs, the
industry has conducted LDARstudies by
third party. Copy of the reportis enclosed
asAnnexure V.

Xi.

The gaseous emissions from DG set sh
be dispersed through adequate stac
height as per CPCB standard#coustic
enclosure shallbe provided to the DG
sets to mitigate the noise pollution.

Complied.

The industry has provided DG setswith
adequate stack light as per CPCE
guidelines and also provided with Acoustig
Enclosuresto reduce noise levels.

Xii.

Solvent management shall be
carried out as follows:
i. Reactor shall be connected tg
chilled brine condenser system.

ii. Reactor and solvent handling
pump shallhave mechanical seals
to prevent leakages.

ili.  The condensers shall be providec
with sufficient HTA residence
time so as to achieve more thar
95% recovery.

iv.  Solvents shall be stored in &
separate space specified with al

safety measures.

Complied by the industry.

i. All reactors vents are connected tg
the dual stage Chilled brine
condenser system.

ii. All Reactors and solvent handling

pumps are provided with

Mechanical Seals.

.All condensers are provided with

sufficient HTA residence time to

achieve maximum recovery. The
installed condensers are designec
based on the flow of vapour quantity,
iv.All solvents are stored in a separatg

space (Premises approved by the
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v. Proper earthingshall be provided
in all the electrical equipment
wherever solvent handling is
done.

vi.  Entire plant shall be flameproof.
Thesolvent storagetanks shall be
provided with breather valve to
prevent losses.

vii.  All the solvent storage tanks shal
be connected wih vent
condensers with chilled brine

Department of Explosives)with all
safety precautions.

v. Ensured double earthing for all the
equipments installed in the factory.

Vi.All electrical fittings inside the
factory are Flame proof only. All
solvent storage tanks are provided
with Breather valves & Flame
arresters.

vii. All vents of low boiling solvent
storage tanks have been providec
with vent condensers with chilled

circulation. brine circulation.

xiii. | Total freshwater requirement from | Complied.
desalination plant will be 958 n#/day | The industry is using water as per the
after expansion and prior permission| permissionsgiven by A.P.Pollution Control
shall be obtained from the concerned| Board. Complete water demand of the
authority. No ground water shall be| industry is being met through SeaWater
used. Desalination Plant.

Xiv Trade effluent shall be segregated int¢ Complied by the industry.
high COD/TDS and Ilow COD/TD
effluent streams. High COD/TDS shalle | The industry is dl High TDS/COD effluents
passed through stripper followed by | is being treated in Stripper, MEE and ATFI
MEE and agitated thin filndrier (ATFD).| and the condensate of MEE is further
Low TDS effluent stream shall bg treated in Bio tower followed by Dual stage
treated in ETP and then passed througl aerobic treatment plant.
RO system.The unit will have common
effluent treatment facilities to treat the | Al Low TDS/COD streamsare being
effluent generated from two units by| treated in Biological System along with
name Hetero Labs Ltd. Un#ll and | condensae of MEE.
Hetero Drugs Ltd. UnitVl in the
neighbouring SEZowned by a group| The treated effluent is being regularly
company. The treated effluent shall b¢ monitored and the reports are being
disposed off to marine outfall after| submitted to APPCB regularly on monthly
conforming to the standards prescribed| basis.
for the effluent discharge and obtaining
permission from the APPCB. Wate| The treated effluents are being disposeq
quality of treated effluent shall be|into Seaunder the supervision of APPCE
monitored regularly and monitoring | Officials and there is no discharge of
report shall be submitted to the APPCRB effluents around the project site.
No process effluent shall be discharge
in and around the project site. Sewag{ The domestic waste wateris being treated
shall be treated in sewage treatmen{in Sewage treatment plantof 300 KLD
plant. Capacity.

XV The effluent containing solvent going tg Complied.

bioreactor (ETP) shall be removed by
steam stripping. Unit shall ensure that
no solvent enters the biological ETP;
thereit is toxic to the biomass.

The industry is removing all low boiling
solvents from the effluents in the stripper
itself. For more effective separation ol
solvents, the industry has installed one
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additional stripper in series with the
existing stripper.

After stripping the HTDS effluent is going
to MEE and the condensate of MEE
subjeded to biological treatment.

XVi The treated effluent having TDS abov{ Complied.
7000-8000 mg/lt shall be passed| Theindustry has obtainedEnvironmental
through separate RO. Permeate of R| Clearance with Marine disposal ol
shall be reused/recycled in the process| Effluents after treatment and not with
recycling option.
At present TDS of treated effluent is less
than 6000 mg/l and thetreated effluent is
being discharged into the sea under the
supervision of APPCB fficials after
treatment and meeting the standards.
xvii | Treated industrial effluent shall be| Complied.
passed through guard pondThe guard | The industry is passing treated effluent in
pond shall have onlinepH, TOGanalyser | guard ponds before discharging into Seg
and flow meter and data shall be onling and it is having onlineEffluent monitoring
transmitted to the APPCBwvebsite. system for Flow, pH, TSSTOC BOD& COD
and the datais connected to CPCB. APPCB
websites.
xviii | Hazardous chemicals shall be stored if Complied by the industry.
tanks, tank farms, drums, carboys etc.| All solvents are being stored in the Tankg
Flame arresters shall be provided orl and the tanks areprovided with Flame
tank farm. Solvent transfer shall be by arresters.
pumps. Hazardous solid chemicals are bein
stored in drums, Carboys etc in solid raw
material warehouses.
Solvents are being transferred through
pumps from solvent yard to Production
area.
XiX As proposed, process organic residuf Complied.
and spent carbon shall be sentto cemen The industry is disposing hazardous
industries. ETP  sludge process| wastes as per tle guidelines of MOEF &
inorganic & evaporation salt shall be APPCB as mentioned below.
disposed off to the TSDF. The ash frof x Inorganic Process sdts are being
boiler shall be sold to brick disposed to TSDF, Ramky,
manufacturers. Visakhapatnam.
x Organic residue and spent carbon ig
being sent to either TSDF or cemen
Industries for incineration purpose as
per latest CFQzonditions
X Boiler ash is being sent to brick
manufactures
XX Waste organic residue having very high Complied.

calorific value which is being sent to
cement plant for coprocessing requires
complete audit. The study shall include
how waste are fed into the kiln and
other associated problems.The study

report shall be submitted to e<e<ce—"

The industry has carried audit at one
cement industry M/s Sagar Cement
Industries and the report has already
submitted to the RO,MoEF&CC.
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regional office at Bangalore, APPCB ar
CPCB within three months.

XXi

The salt from drier contains 34%
organic matter. A study shall be carrieg
out to treat it in a rotary kiln (above
800°C) to remove orgaics and
utilization of salt shall be explored. The
study report shall be submitted to
" régional office at Bangalore
APPCB and CPCB within six months.

e o o

Complied.

The industry has initiated action for the
recycling of salt in the paper industry.
Accordingly, the industry has supplied salt
to someof the vendors andthe vendors are
refusing to take salts because of unknowi
reasons.

Further, R&D of Hetero labs Limitedtried
to reuse the salt for process after drying
fet —St> ..'—7Z1sRepoeralreadyd
submitted to the Ministry.
Hence, the industry is sending these salf
to TSDF for disposal purpose

XXii

The company shall obtain authorization
for collection storage and disposal of
hazardous waste under the hazardoug
waste (management, handling& trans
boundary movement) rules, 2008 and
amended as on date for management ¢
hazardous wastes and prior permission
from APPCB shall be obtained fo
disposal of solid/hazardous waste in the
TSDF. Measures shall be taken for fir
fighting faciliti es in case of emergency.

Complied.

Industry  obtained authorization for
collection, storage, and disposal of
hazardous waste under the Hazardous
waste (Management, handling& tras
boundary movement) rules, 2016 and
amended as on date for management (
hazardous wastes from APPCB

Well-designed firefighting facilities are in
place for firefighting purpose.

Xxiii

The company shall strictly comply with
the rules and quidelines under
manufacture, storage and import of
hazardous chemicals MSIHC) rules
1989 as amended time to time. Al
transportation of hazardous chemicals
shall be as per the motor vehicleact
(MVA), 1989.

Complied.

The industry is complying with all the rules
and guidelines under MSHIC rules 1988s
amended from time to time.

The industry is taking care of
transportation of hazardous chemicals ag
per Motor Vehicle Act 1989.

XXiv

Fly ash shall be stored separately as pe
CPCB guidelines so that it shall ng
adversely affect the air quality
becoming air borne by wind or water
regime during rainy season by flowing
along with the storm water. Direct
exposure of workers to fly ash & dust
shall be avoided.

Complied by the industry.

Boilers are installed in the premises of M/s
Hetero Infrastructure SEZ Ltd and
required steam for the unit is supplied by
M/s Hetero Infrastructure SEZ Ltd.

Fly ash is being stored in a silo to avoi(
spreading of ash in the surrounding
environment and to avoid flowing along
the storm water during rainy season.
Required PPEsare provided to all the
workers working in Boiler area.
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xxv | The company shall under take following Complied by the industry.
waste minimization measures: The industry is complying with the
conditions mentioned

. Metering and  control  of a. Having control of quantities of
quantities of active ingredients active ingredients.
to minimize waste.

. Reuse of by products from the b. Using distilled solvents as raw
process as raw mateals or as material in processes as substitutes
raw material substitutes in other
processes.

c. Use of automated filling to] ¢ closed system forfilling is being
minimize spillage. followed
d. Use of close feed system int d. Closed filling into tanks/ receivers
batch reactors. and feeding system to batch
e. Venting equipment through reactors is in place.
vapor recovery system. e. Venting of vapors through
f. Use of high pressure hoses fo condensers only _
equipment clearing to reduce f. Using high pressure jet pumps with
wastewater generation. hoses for cleaning.
xxvi | The unit shall make the arrangement fo Complied.
protection of possible fire hazards
during manufacturing process in| The industry has provided adequate fire
material handling. Firefighting system | fighting systems as per the norms
shall be as per the norms. prescribed by the AP State Disaste
Response and Fire services departmen
Fire NOC issued by APSDRFR departme
is in place.Copy of Fire NOC is enclosed ¢
Annexure -V for your information.
et 7 —SE TnE it cte
installed at the facility are as below
x Fire hydrant network with Jackey
pump, Main electrical Pump &
Diesel driven pump.
x Adequate no. of portable fire
extinguishers (more than 400 Nos).
x Sprinkler systems for all reactors,
solvent storage tanks
X In house fire tendeis (02 Nos) etc.
Details offirefighting equipment available
at site are enclosed ag&nnexure -VI.
xxvii | Occupational health surveillance of thg Complied.

workers shall be done on a regular basi
and records maintained as per the

factories act.

The industry is conducting pre
employment and  post-employment
medical checkups to all employees at
regular intervals. The records of medical
examinations are being maintained as pe
the Factories Act 1948.
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XXVili

The recommendation of the study
conducted by NIO should be
implemented in a time bound manner.

Complied.
The industry has implemented
recommendations ofthe study NIO.

XXIX

All the issues raised during the public
hearing/consultation meeting held on
19th May, 2011 shall be satisfactorily
implemented.

Complied.

The industry has implemented all the
issues raised during the public hearing
meeting on 19" may, 2011.

XXX

As proposed, green belt shall bg
developed in 20 acres out of total lang
60 acres. Selection of plant species sha
be as per the CPCguidelines.

Complied.

The industry has already developed greer
belt in 30 acres and still it is going on.
Greenbelt photographs are enclosed as
Annexure VII.

XXXI

As for CSRActivity, two ponds near
temple shall be upgraded.

Complied by the industry.

The industry has prepared proposals for
development of two ponds near the
temple. In the first phase as per the reques
of the villagers and the industry has
constructed two temples adjacent to the
ponds and installed one RO plant for the
pilgrims & Villagers.

The development prgosal which was
prepared by the industryincludes:
x Temples construction
x Green belt development around the
pond including lawns/ flowering
plants.
x Development road etc.
But after preparation of proposals, the
Temple was taken over by Tirumala
Tirupati Devasthanams (TTD). The budge
allocated for the purpose is diverted for
other CSR activities for the villages
situated in and around the factory
premises.
At present the complete development is
being taken care by Tirumala Tirupati
Devasthanam (TTD).

XXXii

Provision shall be made for the housing
for the construction labour within the

site with all necessary infrastructure
and facilities such as fuel for cooking
mobile toilets, mobile sewagdreatment

plant, safe drinking water, medical

health care, ceche etc. The housing ma
be in the form of temporary structure to
be removed after the completion of the
project. All the construction wastes shall
be managed so that there is no impad

on the surrounding environment.

Complied.

At present there are no m@r construction
activities at site area.

The industry has provided housing forthe

construction labour with cooking fud,

drinking water, toilets etc andFull-fledged

Occupational Health Centre cum first aig
Centre for the workers.
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Further, the industry has provided two
ambulances of mini trauma type for
shifting the people during any medical
emergencies.

B. General Conditions

S.No

Description of Condition

Compliance Status

The project authorities shall strictly
adhere to the stipulations made by the
Andhra Pradesh State Pollution Contro
Board.

Complied.

The industry is strictly adhering to all
norms stipulated by APPCB

No further expansion or modifications
in the plant shall be carried out without
prior approval of the Ministry of
Environment and Forests. In case 0O
deviations or alterations in the project
proposal from those submitted to the
Ministry for clearance, a fresh reference
shall be made to the Ministry b assess
the adequacy of conditions imposed anc
to add additional environmental
protection measures required, if any.

Complied.

The industry will intimate in the
MoOERKCC if any expansion or
modifications and changesn the plant.

The locations of ambient air quality
monitoring stations shall be decided in
consultation with the state pollution
control board(SPCB)and it shall be
ensured that at least one station ig
installed in the upwind and down wind
direction as well as where maximum
ground level concentrations are
anticipated.

Complied.

The industry are installed Ambient air
quality stations in consultation with
APPCB i.e in all three directionsAll
stations are connected to APPCB websit

The overall noise level in and around the
plant area shall be kept wellwithin the
standards (85 dBA) by providing noise
controlling measures including acoustic
hoods, silencers, enclosures etc. on g
sources of noise generation. The
ambient noise levelsshall confirm to the
standards prescribed under EPA rules
1989 viz. 75 dBA (daytime) and 70 dBA
(night time)

Complied.

The industry is monitoring Noise levels
regularly by using in house portable
instruments and records are being
maintained. The noise lgels are well
within the norms stipulated.

The company shall harvest rainwater
from the roof tops of the buildings and
storm water drains to recharge the
ground water and use the same wate
for the process activities of the project
to conserve fresh water.

Complied.

Collectingrainwater in the pondswithin

the premises of the industry for

improving ground water level in the area.
The same water is being recycled fo
various uses (f required).

Vi.

Training shall be imparted to all
employees on safety and health aspect
of chemicals handing. Preemployment
and routine  periodical medical

examinations for all employees shall be

Complied.

% New Hire Orientation training
(NHO) for newly joined
employees.
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undertaken on regular basis. Training
to all employees on handling of
chemicals shall be imparted.

% Monthly trainings as per the
schedule

% Safety trainings as per the training
calender.

% Live demo on Firefighting &
Chemical handling activities etc.

Regular medical examination of al
employees is being undertaken as per th
Factories Act 1948. Recordsof all
employeesare in place

Vil. Usage of personnel protection Complied.

equipments (PPEs) by all employees

workers shall be ensured. The <ot —e—="5 <o """ "ctce%o
employees/workers working in the
factory. The PPE is being issued based (
the activities performed by the
employees. The details of PPEs are
below:

% Safety Shoe, Helmet Apron &
Goggles to all employees.

% Respiratory protection to all the
employees working in hazardous|
areas.

% Special protection like Head capsg
Nose mask, Antistatic aprons fol
the workers working in powder
processing areas.

% Fire retardant suits are provided
to all the employees working on
Solvent charghgs etc.

The activity wise PPE matrix is enclose(
asAnnexure -VIII.
viii. The company shall also comply with al| Being implemented.
the environmental protection measures
and safeguards proposed in the
documents submitted to the ministry.
All the recommendations made in the
EIA/EMP in respect of environmental
management, risk mitigation measures
and public hearing relating to the
project shall be implemented.
iX. The company shall under take all Complying.

relevant measures for improving the
socio-economic conditions of the
surrounding area.CSR activities shall be
under taken by involving local villages
and administration.

The industry is carrying out CSR
activities in the nearby villages by way of
x Providing safe drinking water by
installing RO plants
x Conducting Medical Camps
X Maintaining Eye hospital/Vision
Centre at Nakkapalli for the
welfare of Villagers.
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x Piped water supply to few
villages.
x Construction of temples/

community halls as per the
request of Villagers.

X Helping the public during ratural
calamities etc.

x Provided plants & LED lights to
nearby villages.

X Infrastructure facilities in the
Villages like Roads, Compoun
walls to temples & Schools, Toilets
in the Schools etc.

x Provided School infrastructure
like Furniture in near by 20

Schools.
X. The company shall under take eco| Complied
development  measures including
community welfare measures in the| Details of CSR activities carried by thg
project area for the overall| industry are attached asAnnexure -1X.
improvement of the environment.
Xi. A separate environmental managemen; Complied.
cell equipped with full-fledged
laboratory facilities shall be setup to| The industry is having separate
carry out the environmental | environmental management cell with
management and monitoring functions | laboratory facilities.
Xil. As proposed, the company shal Complied.
earmark adequate funds towards
capital cost and recurring cost to
implement the conditions stipulated by
the Ministry of Environment and
Forests as well as the State Governmet
along with the implementation schedule
for all the conditions stipulated herein.
The funds so earmarked for
environment  management/pollution
control measures shall not be diverted
for any other purpose.
X A copy of clearance letter shall besent | Complied.
by the project proponent to concerned
panchayat, zilla parisad/municipal | The industry has simitted the Copy of
corporation, urban local body and the| clearance letter to Panchayat and Distric
local NGO, if any, from who suggestiorn administration.
/representations, if any were received
while processing the proposal.
Xiv The project proponent shall also submit Complied.

six monthly reports on the status of
compliance of the stipulated
environmental clearance conditions
including results of monitored data

(both in hard copies as well as by €

The industry is submitting the
compliance report on six monthly basis
to Regional Office, MOEF and APPCB.
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mail) to the respective Regional Office o
MOEF, the respective Zonal office ¢
CPCB and the A.P. pollution contrg
board. A copy of environmental
clearance and six monthly compliance
status reports shall be poste on the
website of the company.

The industry is posting its six monthly EC
compliance report in hetero website
www.hetero.com.

XV

The environmental statement for each
financial year ending 3% March in
Form-V as is mandated shall b
submitted to the concerned state
pollution control board as prescribed
under the environment(protection)
rules,1986, as amended subsequently
shall also be put on the website of the
company and shall also be sent tthe
respective RegionaDffice of MOEF by-e
mail.

Complied.

The industry is regularly submitting
Environmental statement to APPCE
before 30h September of every yearThe
same has been posted in hetero websit
www.hetero.com

Environmental statement is enclosed as
Annexure -X.

XVi

The project proponent shall inform the
public that the project has been
accorded Environmental Clearance by
the Ministry and copies of the clearance
letter are available with the SPCB
Comnittee and may also be seen a
website of  the Ministry  at
http://envfor.nic.in . this shall be
advertised with in the seven days from
the date of issue of the clearance lette
at least in two localnewspapersthat are
widely circulated in the region of which
one shall be in the vernacular languags
of the locality concerned and a copy o
the same shall be forward to the
concerned regional office of the ministry

Complied.

The industry has informed public that,
the project has been accordeg
environmental clearance by the Ministry
by way of publishing in local news
papers.

Copy ofnewspaper clippings has already
submitted to Regional Office, MOEF&CC

XVii

The project authorities shall inform the
regional office as the Ministry, the date
of financial closure and final approval of
the project by the concerned authorities
and the date of start of the Project.

Own Funds and thereforeno date of
financial closure.

The same has been informed to Region;
Office, MOEF&CC
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ANNEXUREI

CERTIFIEDCOMPLIANCE REPORT CENVIRONMENTAL CLEARNCE
ISSUED BY SV ENVIRDABS & CONSULTANTS
M/S. HETERO LABS LIMITEQUNIT-III)
EC F.N0J}11011/352/200 3-IA.II (I) DATED &5t SEPTEMBER, 2006
A) SPECIFIC CONDITIONS

S.N CONDITION COMPLIANCE
I The gaseous emissions (SO2, NOx, & H Complied.
) and particulate matter form various
process units shall conform to the The industry has installed all pollution
standards prescribed by the concerneg control devices to bring down the gaseous
authorities from time to time. VOCS emissions below the prescribed norms
shall also be monitored along with other| including VOCs in monitoring air quality.
parameters. At no time, the emissior
levels shall go beyond the stipulateq In case of any failure of Pollution control
standards. In the event of failure of system, therespective plant will be made
pollution control system(s) adopted by| operational only after rectifying the same
the unit, the respective unit shall not be
stared until the control measures are
rectified to achieve the desired
efficiency
Il Ambient air quality monitoring stations | Complied.
shall be set up in the downwind
direction as well as where maximum| The industry having03 No CAAQM station
ground level concentration are| and installed at site in consultation with
anticipated in consultation with the | APPCB.
A.P.P.C.B.
1] For control of process emissions, th¢ Complied by the industry.
reactors shall be provided withventuri
scrubbers to scrub gaseous emissions ( Installed scrubbers to scrub gaseou
HCl and SO2 and st&s of appropriate | emissions and scrubber wastewater is
height as per the CPCB guidelines. Th being routed to ETP.
Scrubbed water after neutralization
shall be sent to ETP for future treatment| Boilers are installed in the premises of M/
Company shall provide bag filters & Hetero Infrastructure SEZ Ltd and required
multicyclones to control the particulate | steam for the unit is being supplied by M/s
emissions from the boilers. Hetero Infrastructure SEZ Ltd.
The industry has provided stack height ag
per the CPCB/APPCB guidelines and 4
TPH Boiler with ESP as Air Pollutior
Control Device
\Y Spent solvents shall be recovered as fg Complied by the industry .
as possible & recovery shall not be les
than 95 percert. During purification | Installed distillation column for recovery of
process, solventvapours are emitted | solvents and recovering solvents to the
from purification tanks as fugitive | maximum possible extent. Industry is
emissions. Action shall be taken t¢ taking all possible measures to control
reduce the emissions as far as possibl{ gaseous emissions to the maximun
Use of toxic solvents like Methylene | possible extent.
Chloride (M.C.) etc. Shall be minimur
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and Benzene shall be replaced with
alternate solvents. Industry shall make
an effort to switch over the aqueous
based coating film in place of use @
Methylene  Chloride h  Coating
operation and to nonhalogenated
solvents in place of the halogenate
solventsin a phased manner. All venting
equipment shall have vapour recovery
system

R&D is working on reducing the solvents.
There are no coating activities in the plant

Installed two stage condensers at various
stages for recovery of vapours.

Hazardous and toxic wastegenerated
during the process like distillation
residue, spent carbon. Spent mixture
solvents, process organic residue sha
be treated properly in the Common
Effluent Treatment Plant (CETP)
Located in the campus of M/s Hero
Drugs Limited. (Unit 1X).

Complied by the industry.

The Industry ishavingdedicated facility for
receipt, storage, and processing @
Residues/ Spent Carbon etc in the
premises of M/s Hetero Infrastructure SEZ
Ltd.

As per theauthorization issued by APPCB
the Industry is sendng Hazardous & Toxic
waste to Ramky TSDF, Vizagy to Cement
Industries for disposal.

Vi

The company shall undertake following
Waste Minimization measures:

X Mastering and control of
guantities of active ingredients to
minimize waste.

X Reuse of byproducts from the
process as raw materials or as
raw material substitutes in other
processes.

X Use of automated filling to
minimize spillage.

X of 00 Z'e%
batch reactors.

X Venting equipment
vapour recovery system.

x Use of high pressure hoses fo
equipment clearing to reduce
waste water generation.

FEto >

through

Complied by the industry .

The industry is taking following measures
to minimise the waste:

X Having control
active ingredients

X Using distilled solvents as raw
material in processes as substitutes

x Closed filling into tanks/receivers
and feeding system to batch
reactors is in place.

x Venting of vapours
condensers only.

x Using high pressure jet pumps with
hoses forcleaning.

of quantities of

through

VI

Fugitive emissions in the work zone
environment. Product, raw materials
storage area shall be regularly
monitored. The emissions shall conforn
to the limits imposed by SPCB. Ver
condensers shall be provided tg
reactors, distillation columns, dryer and
centrifuge etc. to reduce fugitive
emissions from reactors, centrifuge,

dryer, filter press etc.

Complied by the industry .

The industry is taking all possible
measures  for  controlling  fugitive
emissions in the work zone environment.

Vent condensers have been provided aill
placesto reduce fugitive emissions fom
reactors, centrifuge, dryer,storage tanks
etc.
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The industry has eliminated more than
90% of Centrifuges & Tray driers with
Agitated Nutch Filters & Driers (ANFDs) to
reduce fugitive emissions and also for the
safety of the plant & personnel.

VIl

Total water requirement form the
ground water or Yeluru Left Bank Cana
(YLBC) Shall NOT EXCEED 238 m 3/d
and prior permission from the
SGWB/CGWB/IWSCO shall be obtaine
Use of maximum canal water should b
ensuret fo efe—c'eft o -S4
N e ZcoSetes Tf.. .. x
APPCB instead of using ground watel
The effluent shall be segregated intc
high TDS and low TDS streams. All th
high TDS x high COD effluent shall 4
forced evaporated in MultiEffect
Evaporator (MEE) system and resultant
solid from MEE shall be sent to TSD}
Vizag. The low TDS x low COD efflue
shall be treated in ETP. All the effluen
generated by the four drug units to be
set be up by the Hetero Group in thg
nearby area shall be treadd in the
Common Effluent Treatment Plant
(CETP) and treated effluent shall be
discharged at the point recommended
by the National Institute  of
Oceanography into the Sea after meetin
the marine disposal standards as pe
guidelines of APPCB. Effort shabe
made to recycle and reuse maximun
treated wastewater in the process. The
domestic wastewater shall be sent to the
septic tank followed by the soak pit and
used for green belt development.

Complied by the industry.

At present the total water requirement of
the plant is being met through Sea wat
Desalination plant. The industry is ng
drawing Ground water or YLBC water.

All HTDS&HCOD effluents are being treat
in stripper, MEE & ATFD and the condensa
of MEE&ATFD is subjected tdbiological
treatment along with LTDS/LCOD effluents

The treated effluent is being discharged int
Sea through marine outfall recommende
by the NIOin the presence of APPCB officig
after meeting the standards.

The domestic waste water is being treatg
in the Dedicated Sewage Treatment Pla
and recycling for greenbelt development
Gardening purposes.

The solid waste generated in the form o
organic solvent residue, inorganic saltg
from MEE, ETP sludge shall be dispose
off into TSDF at Visakhapatnam. Thiy

ash and bottom ash generated from th¢
boiler shall be sold to brick
manufacturers. Waste/Used oil ang
used batteries shall be sold tc
authorized recyclers / reprocessors.
The solvent from mother liquor shall be
recovered and reused in the plani
operations. All the high TDS x high CO
effluent and sold from MEE shall bg

incinerated in the incinerator installed

Complied by the industry .

The solid waste generated in the form o
organic solvent residueis being disposed
to Cement industries for
Incineration/Alternate fuel.

Inorganic salts from MEE, ETP sludge at
being disposed offat TSDF for secured
landfilling..

The fly ash and bottom ash generated fron
the boiler is being sent to brick
manufacturers. The boilers are installed in
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at the TSDF, Vizag and no independel
incinerator shall be installed.

the premises of M/s Hetero Infrastructure
SEZ Ltd.

Waste/Used oil and used batteries arg
being sent to authorized recyclers /
reprocessors.

The solvent from mother liquor is being
recovered and reused in the plant
operations.Fractions or mixed solvents are
being sold out to authorised recyclers.

The Company shall adopt surface as we
as roof top rainwater harvesting
measures to harvest theunoff water for
recharge of ground water. Methods
shall also be adopted for the
conservation of water through recycling
and reusing the treatedwastewater.

Complied by the industry .

The industry is mllecting rainwater of the
factory in a pond within the premises to
recharge ground water.

The treated Domestic wastewater is being
used for greenbelt development and
gardening purposes.

Treated wastewater is partially reused for
Cooling Towers installed in ETP area.

XI

Green belt shall be provided in an are;
of 11.76 ha. Out of total 24 ha. t
mitigate the effect of fugitive emissions
all around the plant. Development of
green belt shall be as per the Centrg
Pollution Control Board guidelines.

Complied.

The industry has developed green belt in
area of 30 acres and still it is going onas
per prescribed by the Board.

XIl

Occupational health surveillance of the
workers shall be done on a regular basij
and records maintaned as per the
Factories Act.

Complied.

The industry is Conducting pre-
employment and  post-employment
medical checkups to all employees at
regular intervals. The records of medica
examinations are being maintained as pe
the Factories Act 1948.

Xl

The company shall undertake eco
developmental measures including
community welfare measures in the
project area for the overall
improvement of the environment. The
ecodevelopmental plan shall be
submitted to the APPCB within three
months of receipt of ths letter for

approval.

Complied.

The industry is undertaking all eco
developmental activities for the welfare of
the community.

B. General Conditions

S.NO

Description of Condition

Compliance Status

Andhra Pradesh Pollution Board.

The project authorities shall strictly
adhere to the stipulations made by the

Complied.

The industry has followed strictly
adhering to all the stipulated norms
made byAPPCB.

the prescribed limits.

At no time, the emissions shall excee
In the event of
failure of any pollution control system

Complied.
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adopted by the unit, the unit shall be
immediately put out of operation and
shall not be restarted until the desired
efficiency has been achieved

The industry is following the emissions
are not exceedingn the norms.

The industry is putting out operations of
the unit if any failure in the pollution
control system.

No further expansion or modifications
in the plant shall be carried out without
prior approval of the Ministry of

Environment and Forests. In case ¢
deviations or alternations in the project
proposal form those submitted to this
Ministry for clearance, afresh reference
shall be madder to the Ministry to asses:
the adequacy of conditions imposed anc
to add additional environmental

protection measures required, if any.

Complied.
The Industry ™*fei— . f7""> ‘A
expansions or modifications without the

prior approval of MoEF

The project authorities shall strictly
comply with the rules and regulations
under Manufacture, Storage and import
of Hazardous Chemicals Rules, 1989
amended in October 1994 and Januar
2000. Authorization from the SPCE
shall be obtained for collection,
treatment, storage, and disposal of
hazardous wastes.

Complied.

The industry is complying with the rules
and regulations under Manufacture,
Storage and import of Hazardous
Chemicals Rules, 1989 as amended
October 1994 and January 2000
Authorization from the SPCB has bee
obtained for collection, treatment,
storage, and disposal of hazardous
wastes.

The project authorities strictly comply
with the rules and regulations with
regard to handling and disposal of
hazards wastes in accordance with the
Hazardous Wastes (Management an
Hazardous ) Rules, 2003. Authorizatior
from the A.P.Pollution Control Board
must be obtained for collections /
treatment/storage/ disposal of
hazardous wastes.

Complied.

The industry is @mplying with the rules
and regulations with regard to handling
and disposal of hazards wastes ir
accordance with he Hazardous Wasteg
(Management and Hazardous ) Ruleg
2016.

Authorization from the A.P.Pollution
Control Board has been obtained fo
collections / treatment/  storage/
disposal of hazardous wastes.

VI.

The overall noise levels in and around
the plant area shall be kept well within
the standards (85 dBA) by providing
noise control measures including
acoustic hoods, silencers, enclosure
etc. on all sources of noise generatiol
The ambient noise levels shall conform
to the standards prescribed under
Environment (Protection) Act, Rules,
1989 viz, dBA (day time) and 70 bBA
(night time).

Complied by the industry.

Noise levelsare being monitored in &
around the plant areaand the values are
well within the norms stipulated.

VILI.

A separate Environmental Managemen

Cell equipped with full-fledged

Complied.
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laboratory facilities shall be set up to
carry out the Environmental
Managenent and Monitoring functions.

The industry is having separate
Environmental Management Cell with
laboratory facilities to carry out the

Environmental Management and
Monitoring functions.
VIII. As proposed in EIA/EMP, Rs. 3.09 Cor¢ Complied.
and Rs.1.00 Cores/annum earmarke
towards capital cost and recurring costf The Industry has already invested
/ annum for environmental pollution | Rs.8Q0 Crores as capital investment fo
control measures shall be judiciously pollution control devices and incurring
utilized to implement the conditions|Rs. 10.00 Crores as recurring
stipulated by the Ministry of | expenditure per annum.
Environment and Forests as well as th¢
State Government along with the
implemented schedule for all the
conditions stipulated herein. The funds
so provided shall not be diverted for any
other purpose.
IX. The implementation of theproject vis-a- | Complied by the industry .
vis environmental action plans shall be
otec—""ET > «<ece—=">Te 1% q A six monthly compliance status eport
at Bangalore /SPCB / CPCB. A ¢ is beingsubmitted to RO, MoEF&CC.
monthly compliance status report shall
be submitted to monitoring agencies.
X. The project proponent shall inform the | Not Applicable.
Regional Office as well as the Ministry
the date of financial closure and final Own Funds are being utilised for the
approval of the project by the concerned project.
authorities and the date of stat of the
project.
XI. The project authorities shall inform the | Not Applicable.

Regional Office as well as the Ministry
the date of financial closure and fina
approval of the project by the concerneo
authorities and the date of stared of the

project.
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HETERO LABS LIMITED, UNHIII

SCRUBBERS LIST

SCRUBBER STATUS

DESCRI