
HETERO

Letter NO: HLL-III/EHS/MoEF&CC/2026-27/03

Joint Director (S)
Integrated Regional Office (IRO),
Ministry of Environment, Forest & Climate Change,

Green House complex, Gopala Reddy Road,
Vijayawada - 520010,
Andhra Pradesh.

HETERO LABS LIMITED (UNIT-III)

S.No. 120 & 128, 150 (PART), 150/1, 151/2, 158/1,

N.Narasapuram (Village),

Nallamattipalem (V), Nakkapalli (Mandal),

Anakapalli (Dist) - 531 081., A.P., INDIA.

Tel: +91 891 2877900, Fax: +91 891 2877933

CIN: U24110AP1989PLC009723

19 May 2026

Dear Sir,

Sub : Submission of Certified six-monthly compliance report of Environmental
Clearance issued to M/s Hetero Labs Ltd, Unit-III (Formerly Hetero Drugs Ltd,
Unit -VI) Nakkapalli, Anakapalli (Erstwhile Visakhapatnam) District-Regarding

Ref: Environmental Clearance No: J-11011/396/2010-IA II (I) Dated 10/09/2012

Transfer of Environmental Clearance Dated 27th January 2020

With reference to the above, please find enclosed herewith six-monthly compliance report of

Environmental clearance issued to M/s Hetero Labs Ltd, (Formerly Hetero Drugs Ltd, Unit

-VI) for the period of 1st October 2025 to 31st March 2026 with all necessary enclosures for

your kind information and perusal.

You are requested to kindly acknowledge the receipt.

Thanking you,

Yours faithfully,
For Hetero Labs Ltd, Unit-III

Formerly (Hetero Drugs Ltd, Unit -VI)

C
Wesy

S. Kullayi Reddy
Associate Vice President -EHS

Enclosures : As above

Corporate

7-2-A2, Industrial Estates, Sanath Nagar, Hyderabad-500 018. Telangana, India

T: +91 40 23704923/24/25, Fax: +91 40 23704926, 23714250, 23714119 www.hetero.com
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Compliance report to the conditions of Environmental Clearance of  

M/s Hetero Labs Ltd, Unit-III Formerly Hetero Drugs Ltd, Unit-VI  
Vide Letter No. J-11011/398/2010-IA II (I) dated 10th September 2012 

 
EC Compliance Period – 1st October 2025 to 30th March 2026 

 
A. Specific Conditions  

S. NO Description of Condition Compliance Status 

i. All the specific conditions and general 
conditions specified in the environmental 
clearance letter accorded vide ministry no. 
J-11011/253/2003-la. II (I) dated 22nd 
September, 2006 shall be implemented. 

Complied. 
The industry has implemented all conditions 
specified in the Environmental Clearance 
letter accorded vide ministry no. J-
11011/352/2003-lA. II (I) dated 25th 
September 2006. 
Condition wise Compliance report is 
enclosed as Annexure -I. 

ii. National Emission standards for organic 
chemicals manufacturing Industry issued 
by the ministry vide G.S.R.608 (E) dated 
21st July, 2010 and amended time to time 
shall be followed by the unit. 

Being Complied. 
The industry has engaged third party agency 
(Laboratory approved by MoEF&CC) for 
monitoring of Ambient Air Quality for the 
parameters mentioned in this order on 
monthly basis. As per the analysis reports, 
all the parameters are within standards. The 
Ambient Air Quality Monitoring Reports are 
enclosed as Annexure -II. 
The industry has installed & maintaining 
online Continuous Ambient Air Quality 
Monitoring Stations for monitoring the 
ambient air quality. 

iii. Permission and recommendation shall be 
obtained from the state forest department 
regarding the impact of the proposed 
expansion on the surrounding reserve 
forests (2 Nos.) 

Not Applicable. 
There is no reserve forest in the surrounding 
area.  
The reserve forest is far away from the 
project area and hence not applied for the 
permission. 

iv. Multi-cyclone followed by bag filter shall 
be provided to the boiler to control 
particulate emissions within permissible 
limit. The gaseous emissions shall be 
dispersed through stack of adequate 
height as per CPCB/APPCB guidelines.  

Complied. 
Boilers are installed in the premises of M/s 
Hetero Infrastructure SEZ Ltd and required 
steam for the unit is being supplied by M/s 
Hetero Infrastructure SEZ Ltd. 
The industry M/s Hetero Infrastructure SEZ 
Ltd has provided adequate stack height to 
the boilers as per the CPCB/APPCB 
guidelines and Air pollution Control devices 
provided to the Boiler stacks are as below: 

Boiler 
Capacity 

Stack 
Height 

APCB 

45 TPH 53 m Electrostatic Precipitator 

20 TPH 33 m Multi cyclone and Bag filter 
 

v. Adequate scrubbing system shall be 
provided to the process vents to control 
process emissions. The scrubbing media 
shall be sent to effluent treatment plant 
(ETP) for treatment. Efficiency of scrubber 
shall be monitored regularly and 

Complied. 
Multi Stage scrubbers have been provided to 
the vents of reactors where acidic reactions 
are being carried. At present 39 Nos of 
Multistage scrubbers & 04 no’s of secondary 
stage scrubbers (Common Scrubbers) are in 
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maintained properly. At no time, the 
emission levels should go beyond the 
prescribed standards. Scrubbers vent 
shall be provided with on-line detection 
and alarm system to indicate higher than 
permissible value of controlled 
parameters. 

operation and all scrubbers are provided with 
online pH meters with data loggers system. 
Online pH meters are connected to APPCB 
website. 
  
Emission levels are being monitored through 
portable analyzers and records are being 
maintained. 
The industry is sending scrubbing media to 
effluent treatment plant (ETP) of M/s Hetero 
Infrastructure SEZ Ltd for treatment & 
disposal. 
Copy of list of scrubbers installed in the plant 
is enclosed as Annexure –III. 
 

vi. Ambient air quality data shall be controlled 
as per NAAQES standards notified by the 
ministry vide G.S.R. No. 826(E) 16th 
September 2009. The levels of PM10, 
SO2, NOX, CO and VOC shall be 
monitored in the Ambient air and 
emissions from the stacks and displayed 
at a convenient location near the main 
gate of the company and at important 
public places. The company shall upload 
the results of monitored data on its 
website and shall update the same 
periodically. It shall simultaneously be 
sent to the regional office of MOEF, the 
respective Zonal office of CPCB and the 
AP Pollution Control Board (APPCB) 

Complied 
The industry has installed 03 no’s 
Continuous Ambient Air Quality Monitoring 
stations at site and are connected to APPCB 
website. The online data is being displayed 
at Main entrance Gate of the plant. 
The industry has engaged third party 
Laboratory (Approved by MoEF&CC) for 
monitoring of Ambient Air Quality for the 
parameters mentioned in the EC Order. The 
monitoring reports are being submitted to AP 
Pollution Control Board on monthly basis 
and are being submitted to IRO, Vijayawada 
of MoEF&CC along with six monthly 
compliances.  
Latest Ambient Air Quality report is enclosed 
as Annexure –II. 

vii. To Eliminate/reduce odour problem, the 
effluent before going to ETP shall be 
treated in stripper for removal of VOC. 
VOC shall be monitored in ETP area. 

Complied. 
The effluents generated from the unit are 
being treated in CETP of M/s Hetero 
Infrastructure SEZ Ltd. Installed 03 no’ s of 
Strippers in the CETP for removal of VOCs 
before sending the effluent to MEE of ETP. 
VOCs are being monitored in ETP area 
through online as well as portable 
instruments and records are being 
maintained. Online VOC meter is connected 
to APPCB website. 
VOC results for the past one month recorded 
in online VOC meter is enclosed as 
Annexure-IV. 
 

viii. Specific VOC to be monitored for the 
specific solvents using proper sampling 
and analysis protocols. 

Complied. 
VOC is being monitored through portable 
and online VOC meters and records are 
being maintained. 

ix. In plant control measures for checking 
fugitive emissions from all the vulnerable 
sources shall be provided. Fugitive 
emissions Controlled by providing closed 
storage, closed handling & conveyance of 

Complied. 
The industry is controlling fugitive emissions 
from all sources by following measures: 

• Storing solvents in closed tanks with vent 
condensers in dedicated areas. 
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chemicals/materials, multi cyclone 
separator and water sprinkling system. 
Dust suppression system including water 
sprinkling system shall be provided at 
loading and unloading areas to control 
dust emissions. Fugitive emissions in the 
work zone environment, product, raw 
materials storage area etc. shall be 
regularly monitored. The emission shall 
conform to the limits stipulated by the 
APPCB 

• Transfer of solvents & chemicals through 
closed pipelines. 

• Vents of reactors in which acidic reactions 
are being carried are connected to 
scrubbers.  

• Dual stage condensers are provided to the 
vents of all reactors, ANFDs and Solvent 
Recovery units. 

• Water sprinkler system to Ammonia 
storage & solvent storage yard. 

• Fugitive emissions are being regularly 
monitored, and records are being 
maintained. 

• Dust collectors are installed in the powder 
processing areas to control the dust. 

As per the records, all emissions are within 
the limits prescribed by the APPCB. 

x. For further control of fugitive emissions, 
following steps shall be followed: 

1. Closed handling system shall be 
provided for chemicals. 

2. Reflux condenser shall be provided 
over reactor. 
 

3. System of leak detection and repair of 
pump/pipeline based on preventive 
maintenance. 
 

4. The acids shall be taken from storage 
tanks to reactors through closed 
pipelines. Storage tanks shall be 
vented through trap receiver and 
condenser operated on chilled water. 

5. Cathodic protection shall be provided 
to the underground solvent storage 
tanks. 

Complied. 
1. All chemicals & solvents are being 

transferred through closed pipelines. 
2. Dual stage Reflux condensers are 

provided over the reactors (Vents of 
reactors). 

3. Preventive maintenance of all major 
equipment is in place and is being 
followed. LDAR is an integral part of 
Preventive maintenance. 

4. Acids are being transferred through 
closed pipeline from storage area to 
reactors. The vents of storage tanks are 
connected to the scrubber. 

5. There are no underground storage tanks 
in the factory. 
 

Regarding Leak detection and repairs, the 
industry has prepared LDAR 
protocols/SOPs and the same is an integral 
part of preventive Maintenance of 
equipment’s.   

xi. The gaseous emissions from DG set shall 
be dispersed through adequate stack 
height as per CPCB standards. Acoustic 
enclosure shall be provided to the DG sets 
to mitigate the noise pollution. 

Complied. 
All DG sets in the industry are provided with 
adequate stack height as per CPCB 
guidelines and provided with Acoustic 
Enclosures to reduce noise levels. 
 
Photographs of the DG sets are enclosed as 
Annexure-V. 
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xii. Solvent management shall be carried out 
as follows: 
i. Reactor shall be connected to chilled 

brine condenser system. 
 

ii. Reactor and solvent handling pump 
shall have mechanical seals to prevent 
leakages. 

iii. The condensers shall be provided with 
sufficient HTA residence time so as to 
achieve more than 95% recovery. 
 

iv. Solvents shall be stored in a separate 
space specified with all safety 
measures. 

 
v. Proper earthing shall be provided in all 

the electrical equipment wherever 
solvent handling is done. 

vi. Entire plant shall be flame proof. The 
solvent storage tanks shall be provided 
with breather valve to prevent losses. 

vii. All the solvent storage tanks shall be 
connected with vent condensers with 
chilled brine circulation. 

Complied. 
 
i. All reactor vents are connected to the dual 

stage Chilled brine condenser system.  
ii. All Reactors and solvent handling pumps 

are provided with Mechanical Seals to 
prevent leaks. 

iii. All condensers are provided with sufficient 
HTA residence time to achieve maximum 
recovery. The installed condensers are 
designed based on the flow of vapor 
quantity. 

iv. All solvents are stored in a separate space 
(Premises approved by the Department of 
Explosives) with all safety precautions.  

v. Ensured double earthing for all the 
equipment’s installed in the factory. 

 
vi. All electrical fittings inside the factory are 

of Flame proof only. All solvent storage 
tanks are provided with Breather valves & 
Flame arresters. 

vii. All vents of low boiling solvent 
storage tanks are provided with vent 
condensers with chilled brine circulation. 

xiii. 
 
 

Total freshwater requirement from 
desalination plant will be 958 m3/day after 
expansion and prior permission shall be 
obtained from the concerned authority. No 
ground water shall be used. 

Complied. 
The industry is using water as per the 
Consents issued by A.P. Pollution Control 
Board.  
No Ground water is being used for the 
industrial purpose and Complete water 
required for the industry is being met through 
Sea Water Desalination Plant of M/s Hetero 
Infrastructure SEZ Ltd. 

xiv 
 
 
 
 

Trade effluent shall be segregated into 
high COD/TDS and low COD/TDS effluent 
streams. High COD/TDS shall be passed 
through stripper followed by MEE and 
agitated thin film drier (ATFD). Low TDS 
effluent stream shall be treated in ETP 
and then passed through RO system. The 
unit will have common effluent treatment 
facilities to treat the effluent generated 
from two units by name Hetero Labs Ltd. 
Unit-III and Hetero Drugs Ltd. Unit-VI in 
the neighbouring SEZ owned by a group 
company. The treated effluent shall be 
disposed off to marine outfall after 
conforming to the standards prescribed 
for the effluent discharge and obtaining 
permission from the APPCB. Water 
quality of treated effluent shall be 
monitored regularly and monitoring report 
shall be submitted to the APPCB. No 
process effluent shall be discharged in 

Complied by the industry. 
The industry has installed Common Effluent 
Treatment Plant (CETP) in the premises of 
M/s Hetero Infrastructure SEZ Ltd for the 
treatment & disposal of effluent. 
 
The industry is segregating the effluents into 
high COD/TDS and low COD/TDS streams. 
High TDS/COD effluents are being treated in 
Stripper, MEE & ATFD and the condensate 
of MEE & ATFD is further treated in 
Biological ETP (De-nitrification followed by 
Dual stage aerobic treatment plant). 
 
All Low TDS/COD streams are being treated 
in Biological System along with condensate 
of MEE. 
The treated effluent is being monitored by 
third party (approved by MoEF&CC) and the 
reports are being submitted to RO, APPCB, 
Visakhapatnam regularly on monthly basis. 
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and around the project site. Sewage shall 
be treated in sewage treatment plant. 

Copy of latest analysis reports of ETP outlet 
is enclosed as Annexure-VI. 
The treated effluents are being disposed into 
Sea under the supervision of APPCB 
Officials and there is no discharge of 
effluents around the project site. 
The domestic wastewater is being treated in 
Sewage treatment plant of 300 KLD 
Capacity in the premises of M/s Hetero 
Infrastructure SEZ Ltd. 

xv The effluent containing solvent going to 
bioreactor (ETP) shall be removed by 
steam stripping. Unit shall ensure that no 
solvent enters the biological ETP; there it 
is toxic to the biomass. 

Complied. 
 
The industry is removing low boiling solvents 
from the effluents in the strippers of CETP. 
After stripping the HTDS effluent is going to 
MEE, and the condensate of MEE along with 
LTDS effluent is subjected to biological 
treatment. Copy of ETP flow diagram is 
enclosed as Annexure-VII. 

xvi The treated effluent having TDS above 
7000-8000 mg/lt shall be passed through 
separate RO. Permeate of RO shall be 
reused/recycled in the process. 

Being Complied. 
 
The industry has obtained Environmental 
Clearance with Marine disposal of Effluents 
after treatment and not with recycling option.  
At present TDS of treated effluent is less 
than 6000 mg/l and the treated effluent is 
being discharged into the sea under the 
supervision of APPCB officials after 
treatment and meeting the standards. 
The industry has installed treatment plant for 
contaminated Condensate water and 
recycling treated condensate water to Boiler 
thereby reducing the water consumption. 

xvii Treated industrial effluent shall be passed 
through guard pond. The guard pond shall 
have online PH, TOC analyser and flow 
meter and data shall be online transmitted 
to the APPCB website. 

Complied. 
The industry is storing the treated effluent in 
guard ponds of M/s Hetero Infrastructure 
SEZ Ltd before discharging into Sea and 
online Effluent monitoring system has been 
installed for   Flow, pH, TSS, TOC, BOD & 
COD and the data is connected to CPCB & 
APPCB websites.  
Photograph of the online effluent monitoring 
system is enclosed as Annexure-VIII. 

xviii Hazardous chemicals shall be stored in 
tanks, tank farms, drums, carboys etc. 
Flame arresters shall be provided on tank 
farm. Solvent transfer shall be by pumps.   

Complied. 
All solvents are being stored in the above 
ground tanks and the tanks are provided with 
Flame arresters. 
Hazardous solid chemicals are being stored 
in drums, Carboys etc in solid raw material 
warehouses. 
Solvents are being transferred through 
pumps from solvent yard to Production area. 

xix As proposed, process organic residue and 
spent carbon shall be sent to cement 
industries. ETP sludge process inorganic 
& evaporation salt shall be disposed off to 

Complied. 
The industry is disposing hazardous wastes 
as per the guidelines of MOEF&CC and 
APPCB as mentioned below. 
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the TSDF. The ash from boiler shall be 
sold to brick manufacturers. 

• Inorganic Process salts are being 
disposed to TSDF, Ramky, 
Visakhapatnam. 

• Organic residue and spent carbon is 
being sent to either TSDF or cement 
Industries for incineration purposes as 
per CFO conditions 

• Boiler ash is being sent to brick 
manufacturers (from M/s Hetero 
Infrastructure SEZ Ltd) 

 
The details of Hazardous waste and its mode 
of disposal as per the Hazardous waste 
Authorization issued by APPCB is enclosed 
as Annexure-IX. 

xx Waste organic residue having very high 
calorific value which is being sent to 
cement plant for co processing requires 
complete audit. The study shall include 
how waste are fed into the kiln and other 
associated problems. The study report 
shall be submitted to ministry’s regional 
office at Bangalore, APPCB and CPCB 
within three months. 

Complied. 
The industry has carried audit at one cement 
industry M/s Sagar Cement Industries and 
the report has already submitted to the RO, 
MoEF&CC.  
At present in addition to the Cement 
Industries, the industry is disposing the 
Organic Residue to Pre-processers 
authorised by APPCB through Andhra 
Pradesh Environment Monitoring 
Corporation Ltd (APEMCL) with online 
manifest system. 
 

xxi The salt from drier contains 3-4% organic 
matter. A study shall be carried out to treat 
it in a rotary kiln (above 8000C) to remove 
organics and utilization of salt shall be 
explored. The study report shall be 
submitted to ministry’s regional office at 
Bangalore, APPCB and CPCB within six 
months. 

Complied.  
 
At present the industry is sending some of 
the salts like KCl & Zinc to authorised 
recyclers as by-product and sending some of 
the salts to TSDF for disposal purpose. 
 

xxii The company shall obtain authorization 
for collection storage and disposal of 
hazardous waste under the hazardous 
waste (management, handling& trans 
boundary movement) rules, 2008 and 
amended as on date for management of 
hazardous wastes and prior permission 
from APPCB shall be obtained for 
disposal of solid/hazardous waste in the 
TSDF. Measures shall be taken for 
firefighting facilities in case of emergency. 

Complied. 
Industry has obtained authorization from 
APPCB for collection, storage, and disposal 
of hazardous waste under the Hazardous 
waste (Management, handling & trans 
boundary movement) rules, 2016 vide Order 
No: APPCB/VSP/VSP/137/HO/CTO/2024 
dated 19/01/2025 valid up to 31/12/2027. 
Copy of the Authorisation is enclosed as 
Annexure-X. 
 
Well-designed firefighting facilities are in 
place for firefighting purpose. Details of 
firefighting systems installed at the facility 
are enclosed as Annexure-XI. 

xxiii The company shall strictly comply with the 
rules and guidelines under manufacture, 
storage and import of hazardous 
chemicals (MSIHC) rules 1989 as 
amended time to time. All transportation of 

Complied. 
The industry is complying with all the rules 
and guidelines under MSHIC rules 1989 as 
amended from time to time. 
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hazardous chemicals shall be as per the 
motor vehicle act (MVA), 1989. 

The industry is taking care of transportation 
of hazardous chemicals as per Motor Vehicle 
Act 1989. 

xxiv Fly ash shall be stored separately as per 
CPCB guidelines so that it shall not 
adversely affect the air quality becoming 
air borne by wind or water regime during 
rainy season by flowing along with the 
storm water. Direct exposure of workers to 
fly ash & dust shall be avoided. 

Complied. 
 
Boilers are installed in the premises of M/s 
Hetero Infrastructure SEZ Ltd and required 
steam for the unit is supplied by M/s Hetero 
Infrastructure SEZ Ltd. 
 
Fly ash is being stored in a silo in the 
premises of M/s Hetero Infrastructure SEZ 
Ltd to avoid spreading of ash in the 
surrounding environment and to avoid 
flowing along the storm water during rainy 
season. Required PPEs are being provided 
to all the workers working in Boiler area and 
the ash is directly dumped into the trucks 
from silos to avoid exposure of workers. 

xxv The company shall undertake following 
waste minimization measures: 
 

a. Metering and control of quantities 
of active ingredients to minimize 
waste. 

b. Reuse of by –products from the 
process as raw materials or as raw 
material substitutes in other 
processes. 

c. Use of automated filling to 

minimize spillage. 

d. Use of close feed system into 

batch reactors. 

e. Venting equipment through 
vapour recovery system. 

 

f. Use of high-pressure hoses for 
equipment clearing to reduce 
wastewater generation. 

Complying. 
The industry is complying with the conditions 
mentioned.  
a. Having control of quantities of active 

ingredients. 
 

b. Using distilled solvents as raw material in 
processes as substitutes and recovered 
SMBS from scrubbers is being used in 
the process. 

c. Closed system of filling is being followed. 
d. Closed filling into tanks/ receivers and 

feeding system to batch reactors is in 
place. 

e. All vapors from the process reactors are 
being vented through condensers to 
recover solvents to the maximum 
possible extent. 

f. Using high pressure jet pumps with 
hoses and spray balls for cleaning of 
reactors to reduce water consumption. 

xxvi The unit shall make the arrangement for 
protection of possible fire hazards during 
manufacturing process in material 
handling. Firefighting system shall be as 
per the norms. 

Complied. 
Complied. 
The industry has provided adequate 
firefighting systems as per the norms 
prescribed by the AP State Disaster 
Response and Fire services department. 
Copy of Fire NOC issued by the APSDRFS 
is enclosed as Annexure-XII.  
 

xxvii Occupational health surveillance of the 
workers shall be done on a regular basis 
and records maintained as per the 
factories act. 

Complied. 
The industry is conducting pre-employment 
medical examination to all employees and 
regular medical check-ups to all employees 
are being carried as per the Factories Act 
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1948. Records of medical examinations are 
being maintained. Sample copy of periodical 
Medical Examination of employees is 
enclosed as Annexure-XIII. 

xxviii The recommendation of the study 
conducted by NIO should be implemented 
in a time bound manner. 

Complied. 
The industry has implemented 
recommendations of the study conducted 
NIO. 
Compliance report for recommendations of 
the study carried by NIO is enclosed as 
Annexure-XIV. 

xxix As proposed, green belt shall be 
developed in 20 acres out of total land 60 
acres. Selection of plant species shall be 
as per the CPCB guidelines. 

Complied. 
The industry has developed thick green belt 
in an area of 30 acres and still it is going on.  
Greenbelt photographs are enclosed as 
Annexure XV. 

xxx All the issues raised during the public 
hearing/consultation meeting held on 19th 
May 2011 shall be satisfactorily 
implemented. 

Complied. 
The industry has implemented all the issues 
raised during the public hearing meeting on 
19th may, 2011. 

xxxi As for CSR Activity, two ponds near 
temple shall be upgraded. 

Complied by the industry.  
The industry has prepared proposals for 
development of two ponds near the temple. 
In the first phase as per the request of the 
villagers and the industry has constructed 
two temples adjacent to the ponds and 
installed one RO plant for the pilgrims & 
Villagers. 
 
The development proposal which was 
prepared by the industry includes: 

• Temples construction 

• Green belt development around the 
pond including lawns/ flowering 
plants. 

• Development road etc. 
But after preparation of proposals, the 
Temple was taken over by Tirumala Tirupati 
Devasthanam (TTD). The budget allocated 
for the purpose is diverted for other CSR 
activities for the villages situated in and 
around the factory premises. 
At present the complete development is 
being taken care by Tirumala Tirupati 
Devasthanam (TTD). 

xxxii Provision shall be made for the housing 
for the construction labour within the site 
with all necessary infrastructure and 
facilities such as fuel for cooking, mobile 
toilets, mobile sewage treatment plant, 
safe drinking water, medical health care, 
crèche etc. The housing may be in the 
form of temporary structure to be removed 
after the completion of the project. All the 
construction wastes shall be managed so 

Complied. 
All temporary shelters constructed during 
construction phase have been dismantled & 
removed. 
However, the industry has provided two 
ambulances of mini trauma type for shifting 
the people during any medical emergencies. 
All the construction wastes are being 
managed meticulously, so that there is no 
impact on the surrounding environment. 
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that there is no impact on the surrounding 
environment. 

 
 
B. General Conditions 

S.NO Description of Condition Compliance Status 

i. The project authorities shall strictly 
adhere to the stipulations made by the 
Andhra Pradesh State Pollution 
Control Board.  

Complying. 
The industry is complying with all the 
stipulated conditions of CTO issued by 
APPCB. Copy of the compliance report to 
the conditions of CTO is enclosed as 
Annexure-XVI. 

ii. No further expansion or modifications 
in the plant shall be carried out without 
prior approval of the Ministry of 
Environment and Forests. In case of 
deviations or alterations in the project 
proposal from those submitted to the 
Ministry for clearance, a fresh 
reference shall be made to the Ministry 
to assess the adequacy of conditions 
imposed and to add additional 
environmental protection measures 
required, if any. 

Noted and being complied. 
 
The industry will intimate to the Ministry and 
get the approval from the MoEF&CC if any 
expansion or modifications in the plant. 

iii. The locations of ambient air quality 
monitoring stations shall be decided in 
consultation with the state pollution 
control board (SPCB)and it shall be 
ensured that at least one station is 
installed in the upwind and down wind 
direction as well as where maximum 
ground level concentrations are 
anticipated. 

Complied. 
The industry has installed 03 nos of online 
continuous Ambient air quality stations 
(CAAQMS) in consultation with APPCB. All 
the CAAQMS stations are connected to 
APPCB website. 
Layout of CAAQM station installations is 
enclosed as Annexure-XVII. 

iv. The overall noise level in and around 
the plant area shall be kept well within 
the standards (85 dBA) by providing 
noise controlling measures including 
acoustic hoods, silencers, enclosures 
etc. on all sources of noise generation. 
The ambient noise levels shall confirm 
to the standards prescribed under EPA 
rules, 1989 viz. 75 dBA (daytime) and 
70 dBA (night time) 

Complied. 
The industry is monitoring Noise levels 
regularly inhouse by using portable 
instruments and through third party 
(Approved by MoEF&CC) once in a month 
and records are being maintained.  
The noise levels are well within the norms 
stipulated by the MoEF&CC and APPCB. 
Copy of latest report of Noise monitoring is 
enclosed as Annexure-XVIII. 

v. The company shall harvest rainwater 
from the roof tops of the buildings and 
storm water drains to recharge the 
ground water and use the same water 
for the process activities of the project 
to conserve fresh water.  

Complied. 
The industry is collecting rainwater in the 
ponds within the premises of the industry 
for recharging the ground water in the area. 
The same water is being recycled for 
various uses (if required). Photograph of 
the rainwater collection ponds is enclosed 
as Annexure-XIX. 

vi. Training shall be imparted to all 
employees on safety and health 

Complied. 
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aspects of chemicals handling. Pre-
employment and routine periodical 
medical examinations for all 
employees shall be undertaken on 
regular basis.  Training to all 
employees on handling of chemicals 
shall be imparted. 

➢ New Hire Orientation training (NHO) 
for newly joined employees. 

➢ Monthly trainings as per the 
schedule 

➢ Safety trainings as per the training 
calendar. 

➢ Live demo on Firefighting & 
Chemical handling activities etc. 

 
Regular medical examination of all 
employees is being undertaken as per 
the Factories Act 1948. Records of all 
employees are in place. 

vii. Usage of personnel protection 
equipment (PPEs) by all employees/ 
workers shall be ensured.  

Complied. 
The industry is providing PPE’s to all 
employees/workers working in the 
factory. The PPE’s are being issued 
based on the activities performed by the 
employees and as per the PPE matrix.  
The activity wise PPE matrix is 
enclosed as Annexure -XX. 

viii. The company shall also comply with all 
the environmental protection 
measures and safeguards proposed in 
the documents submitted to the 
ministry. All the recommendations 
made in the EIA/EMP in respect of 
environmental management, risk 
mitigation measures and public 
hearing relating to the project shall be 
implemented. 

Being implemented. 

 
 

ix. The company shall undertake all 
relevant measures for improving the 
socio-economic conditions of the 
surrounding area. CSR activities shall 
be undertaken by involving local 
villages and administration.   

Complying. 
The industry is carrying out CSR activities 
in the nearby villages by way of: 

• Providing safe drinking water by 
installing RO plants 

• Conducting Medical Camps through 
mobile medical van 

• Maintaining Eye hospital/Vision Centre 
at Nakkapalli for the welfare of Villagers. 

• Piped water supply to few villages. 

• Construction of temples/ community 
halls as per the request of Villagers. 

• Helping the public during natural 
calamities etc. 

• Provided plants & LED lights to nearby 
villages.  

• Infrastructure facilities in the Villages 
like Roads, Compound walls to temples 
& Schools, Toilets in the Schools etc. 

• School infrastructure like Furniture in 
nearby 20 Schools. 
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Details of CSR activities carried by the 
industry are enclosed as Annexure -XXI. 

x. The company shall undertake eco- 
development measures including 
community welfare measures in the 
project area for the overall 
improvement of the environment.  

Complied 
 
Details of CSR activities carried by the 
industry are attached as Annexure-
XXI.  

xi. A separate environmental 
management cell equipped with full-
fledged laboratory facilities shall be 
set-up to carry out the environmental 
management and monitoring functions 

Complied. 
The industry is having separate 
environmental management cell with 
laboratory facilities to carry out the 
environmental management and 
monitoring functions. Detailed list of 
equipment installed in the laboratory is 
enclosed as Annexure-XXII. 

xii. 
 

As proposed, the company shall 
earmark adequate funds towards 
capital cost and recurring cost to 
implement the conditions stipulated by 
the Ministry of Environment and 
Forests as well as the State 
Government along with the 
implementation schedule for all the 
conditions stipulated herein. The funds 
so earmarked for environment 
management/pollution control 
measures shall not be diverted for any 
other purpose. 

Complied. 
 
The industry is allocating adequate funds to 
the environment department for 
implementing the conditions stipulated by 
the Ministry of Environment and Forests 
and APPCB. 

 

 xiii. A copy of clearance letter shall be sent 
by the project proponent to concerned 
panchayat, zilla parishad/municipal 
corporation, urban local body and the 
local NGO, if any, from who 
suggestions /representations, if any 
were received while processing the 
proposal. 

Complied. 
 
The industry has submitted the Copy of 
clearance letter to the Gram Panchayat 
and District administration. 

xiv The project proponent shall also 
submit six monthly reports on the 
status of compliance of the stipulated 
environmental clearance conditions 
including results of monitored data 
(both in hard copies as well as by e- 
mail) to the respective Regional Office 
of MOEF, the respective Zonal office of 
CPCB and the A.P. pollution control 
board. A copy of environmental 
clearance and six-monthly compliance 
status reports shall be posted on the 
website of the company. 

Complied. 
The industry is submitting the six-monthly 
compliance report to IRO, MoEF & CC 
through e-mail and APPCB. 
 
The industry is posting its six-monthly EC 
compliance report in hetero website 

www.hetero.com. 
 
Also, the industry us uploading the 
compliance in Parivesh 2.0 portal. 

xv The environmental statement for each 
financial year ending 31st March in 
Form-V as is mandated shall be 

Complied. 
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submitted to the concerned state 
pollution control board as prescribed 
under the environment(protection) 
rules,1986, as amended subsequently, 
shall also be put on the website of the 
company and shall also be sent to the 
respective  Regional Office of MOEF 
by e-mail. 

The industry is regularly submitting 
Environmental statement to APPCB 
before 30th September of every year. 
The same has been posted in hetero 
website www.hetero.com  
 
Environmental statement is enclosed as 
Annexure-XXIII. 

xvi The project proponent shall inform the 
public that the project has been 
accorded Environmental Clearance by 
the Ministry and copies of the 
clearance letter are available with the 
SPCB/ Committee and may also be 
seen at website of the Ministry at 
http://envfor.nic.in. this shall be 
advertised with in the seven days from 
the date of issue of the clearance letter, 
at least in two local newspapers that 
are widely circulated in the region of 
which one shall be in the vernacular 
language of the locality concerned and 
a copy of the same shall be forward to 
the concerned regional office of the 
ministry 

Complied. 
 
 
The industry has informed public that, the 
project has been accorded environmental 
clearance by the Ministry by way of 
publishing in local newspapers and Copies 
of newspaper clippings have already 
submitted to Regional Office, MoEF&CC. 
Copy of newspaper clippings are enclosed 
as Annexure-XXIV. 

xvii The project authorities shall inform the 
regional office as the Ministry, the date 
of financial closure and final approval 
of the project by the concerned 
authorities and the date of start of the  
Project. 

Own Funds and therefore no date of 
financial closure. 
 
The same has been informed to 
Regional Office, MoEF&CC 

 
 

For Hetero Labs Ltd, Unit-III 

     (Formerly Hetero Drugs Ltd, Unit-VI) 

 

 

 

S. Kullayi Reddy 

     Associate Vice President 

 

21/05/2026
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COMPLIANCE REPORT TO THE CONDITIONS OF ENVIRONMENTAL CLEARANCE ISSUED TO  
M/S. HETERO LABS LIMITED, UNIT-III  

VIDE F.NO: J-11011/352/2003-IA. II (I) DATED 25/09/2006 
A) SPECIFIC CONDITIONS 

S.NO CONDITION COMPLIANCE 

I The gaseous emissions (SO2, Nox & HCI) 

and particulate matter form various 
process units shall conform to the 
standards prescribed by the concerned 
authorities from time to time. VOCs shall 
also be monitored along with other 
parameters. At no time, the emission 
levels shall go beyond the stipulated 
standards. In the event of failure of 
pollution control system(s) adopted by the 
unit, the respective unit shall not be stared 
until the control measures are rectified to 
achieve the desired efficiency 

Complied. 
The industry has installed required air 
pollution control devices to bring down the 
gaseous emissions below the prescribed 
norms. 
The industry is regularly monitoring the 
gaseous emission & Ambient air quality 
through online equipment’s and through third 
party (laboratory approved by MoEF&CC) 
including VOCs. 
In case of any failure of Pollution control 
system, the respective plant will be stopped 
and made operational only after rectifying the 
same 

II Ambient air quality monitoring stations 
shall be set up in the downwind direction 
as well as where maximum ground level 
concentration are anticipated in 
consultation with the A.P.P.C.B. 

Complied. 
The industry has installed Online continuous 
ambient air quality monitoring stations in the 
facility and connected to APPCB website. 

III For control of process emissions, the 
reactors shall be provided with venturi 
scrubbers to scrub gaseous emissions of 
HCl and SO2 and stacks of appropriate 
height as per the CPCB guidelines. The 
Scrubbed water after neutralization shall 
be sent to ETP for future treatment. 
Company shall provide bag filters & 
multicyclones to control the particulate 
emissions from the boilers. 

Complied. 

Industry has installed 39 Nos of Multistage 
Scrubbers to scrub gaseous/process 
emissions, and scrubbed water is being 
routed to ETP of M/s Hetero Infrastructure 
SEZ Ltd for treatment and disposal.  
There are no Boilers installed in the unit and 
required steam for the unit is being supplied 
from the Boilers installed in the premises of 
M/s Hetero Infrastructure SEZ Ltd. 
The industry has provided adequate stack 
height to all boilers as per the CPCB/APPCB 
guidelines and provided all required Air 
Pollution Control Devices for controlling the 
particulate emissions. 

IV Spent solvents shall be recovered as far as 
possible & recovery shall not be less than 
95 percent.  During purification process, 
solvent vapours are emitted from 
purification tanks as, fugitive emissions. 
Action shall be taken to reduce the 
emissions as far as possible. Use of toxic 
solvents like Methylene Chloride (M.C.) 
etc. Shall be minimum and Benzene shall 
be replaced with alternate solvents. 
Industry shall try to switch over the 
aqueous based coating film in place of use 
of Methylene Chloride in Coating operation 
and to non-halogenated solvents in place 
of the halogenated solvents in a phased 
manner. All venting equipment shall have 
vapour recovery system 

Complied  

Installed Solvent Recovery System (SRS) 
for recovery of solvents and recovering 
solvents to the maximum possible extent. 
Industry is taking all possible measures to 
control gaseous emissions to the maximum 
possible extent. 
R&D is working on reducing the usage of 
toxic solvents and not using Benzene. Now 
there is no usage of Benzene in the process. 

 
There are no coating activities in the plant. 

Installed two stage condensers to all the 
vents of Reactors and distillation columns for 
recovery of vapours. 

ANNEXURE-I
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V Hazardous and toxic waste generated 

during the process like distillation residue, 
spent carbon. Spent mixture solvents, 
process organic residue shall be treated 
properly in the Common Effluent 
Treatment Plant (CETP) Located in the 
campus of M/s Hetero Drugs Limited. (Unit 
IX). 

Complied 

The industry is having dedicated facility for 
receipt, storage, and processing of Residues/ 
Spent Carbon etc in the premises of M/s 
Hetero Infrastructure SEZ Ltd. 
The industry is disposing the Hazardous 
waste as per the Hazardous waste 
Authorization issued by APPCB, and 
Hazardous waste (Management, Handling 
and Transboundary movement) Rule 2016. 

VI The company shall undertake following 
Waste Minimization measures: - 

 

• Mastering and control of quantities 
of active ingredients to minimize 
waste. 

• Reuse of by-products from the 
process as raw materials or as raw 
material substitutes in other 
processes. 

• Use of automated filling to 
minimize spillage. 

• Use of “Close Feed” system into 
batch reactors. 

• Venting equipment through vapour 
recovery system. 

• Use of high-pressure hoses for 
equipment  clearing  to r e du c e  
wastewater generation. 

Complied. 

The industry is taking following measures to 
minimize the waste: 

• Having control of quantities of active 
ingredients and monitoring the yields 
to minimize waste. 

• Using distilled solvents as raw 
material in processes as substitutes 
and sending the by-products to 
authorized recyclers. 

• Closed filling into tanks/receivers and 
feeding system to batch reactors is in 
place. 

• Venting of vapours through dual stage 
condensers only. 

• Using high pressure jet pumps with 
hose pipes for cleaning of equipment 
thereby reducing wastewater 
generation. 

VII Fugitive emissions in the work zone 
environment. Product and raw 
materials storage area shall be regularly 
monitored. The emissions shall conform to 
the limits imposed by SPCB. Vent 
condensers shall be provided to reactors, 
distillation columns, dryer and centrifuge 
etc. to reduce fugitive emissions from 
reactors, centrifuge, dryer, filter press etc. 

Complying. 

Industry is taking all possible measures to 

control fugitive emissions as mentioned 

below: 

 

➢ Vent Condensers/Nitrogen blanketing is 

provided to all solvent storage tanks. 

➢ All low boiling solvents are provided with 

insulation. 

➢ Solvents/Chemicals pumping is done 

through closed conveyance. 

➢ Dual stage condensers are provided to 

the vents of reactors/distillation columns 

etc. 

➢ Dual stage scrubbers are installed for the 

vents of reactors where acidic reactions 

are being carried. 

➢ The industry has eliminated more than 

90% of Centrifuges & Tray driers with 

Agitated Nutch Filters & Driers (ANFDs) 

to reduce fugitive emissions and also for 

the safety of the plant & personnel. 

Workplace monitoring is being carried 

through portable instruments. 
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VIII Total water requirement forms the ground 

water or Yeluru Left Bank Canal (YLBC) 
Shall NOT EXCEED 238 m 3/day and prior 
permission from the 
SGWB/CGWB/IWSCO shall be obtained. 
Use of maximum canal water should be 
ensured as mentioned in the ‘Consent for 
Establishment ‘accorded by the APPCB 
instead of using ground water. The effluent 
shall be segregated into high TDS and low 
TDS streams. All the high TDS x high COD 
effluent shall be forced evaporated in 
Multi-Effect Evaporator (MEE) system and 
resultant solid from MEE shall be sent to 
TSDF, Vizag. The low TDS x low COD 
effluent shall be treated in ETP. All the 
effluent generated by the four drug units to 
be set be up by the Hetero Group in the 
nearby area shall be treated in the 
Common Effluent Treatment Plant (CETP) 
and treated effluent shall be discharged at 
the point recommended by the National 
Institute of Oceanography into the Sea 
after meeting the marine disposal 
standards as per guidelines of APPCB. 
Effort shall be made to recycle and reuse 
maximum treated wastewater in the 
process. The domestic wastewater shall 
be sent to the septic tank followed by the 
soak pit and used for green belt 
development. 

Complied. 

The industry is not drawing Ground water or 
YLBC water and the total water requirement 
of the plant is being met through Sea water 
Desalination plant of M/s Hetero 
Infrastructure SEZ Ltd. The industry has 
obtained CTE/CTO accordingly.  

Effluents of the units are being segregated as 
HTDS & LTDS streams and treated in CETP 
of M/s Hetero Infrastructure SEZ Ltd. 
Comprises of stripper, MEE & ATFD and the 
condensate of MEE&ATFD is subjected to 
biological treatment along with LTDS/LCOD 
effluents. 

 
The treated effluent is being discharged into 
Sea in the presence of APPCB officials after 
meeting the standards through marine outfall 
recommended by the NIO.  

 
The domestic wastewater is being treated in 
the Sewage Treatment Plant installed in the 
premises of M/s Hetero Infrastructure SEZ 
Ltd and treated wastewater is being recycled 
for greenbelt development & Gardening 
purposes. 

IX 

 
 
 
 
 
 
 
 
 
 
 

The solid waste generated in the form of 
organic solvent residue, inorganic salts 
from MEE, ETP sludge shall be disposed 

off into TSDF at Visakhapatnam. The fly 

ash and bottom ash generated from the 

boiler shall be sold to brick manufacturers. 

Waste/Used oil and used batteries shall be 

sold to authorized recyclers / 

preprocessors. The solvent from mother 

liquor shall be recovered and reused in the 

plant operations. All the high TDS x high 

COD effluent and sold from MEE shall be 

incinerated in the incinerator installed at 

the TSDF, Vizag and no independent 

incinerator shall be installed. 

Complied. 

 

The solid waste generated in the form of 
organic solvent residue is being disposed to 
either Cement industries for 
Incineration/ Alternate fuel or to the pre-
processors approved by the APPCB. 
 
Inorganic salts from MEE, ETP sludge are 
being disposed of at TSDF for secured 
landfilling. 

There is no boiler in the units as all the 
boilers are installed in the premises of M/s 
Hetero Infrastructure SEZ Ltd. and 
required steam for the plant is being met 
from the boilers installed in Hetero 
Infrastructure SEZ Ltd. The fly ash and 
bottom ash generated from the boiler is being 
sent to brick manufacturers. 

Waste/Used oil is being sent to authorized 
recyclers / preprocessors and used batteries 
are being disposed to authorized 
distributors/manufacturers on Buyback basis 
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The solvent from mother liquor is being The 
solvent from mother liquor is being recovered 
and reused in the plant operations. Fractions 
or mixed solvents are being sold out to 
authorized recyclers as per the Consent 
issued by APPCB. 

X The Company shall adopt surface as well 
as roof top rainwater harvesting measures 
to harvest the runoff water for recharge of 
ground water. Methods shall also be 
adopted for the conservation of water 
through recycling and reusing the treated 
wastewater. 

Complied. 
The industry is collecting rainwater in the 
ponds within the premises of the industry for 
recharging the ground water in the area. 
The treated Domestic wastewater is being 
used for greenbelt development and 
gardening purposes. 

Treated wastewater is partially reused for 

Cooling Towers installed in ETP area. 

XI Green belt shall be provided in an area of 
11.76 ha. Out of total 24 ha. to mitigate the 
effect of fugitive emissions all around the 
plant. Development of green belt shall be 
as per the Central Pollution Control Board 
guidelines. 

Complied. 
 
The industry has developed green belt in area 
of 30 acres which is more than the prescribed 
and still going on. 

XII Occupational health surveillance of the 
workers shall be done on a regular basis 
and records maintained as per the 
Factories Act. 

Complied. 
The industry is Conducting pre-employment 
and post-employment medical check-ups to 
all the employees at regular intervals. The 
records of medical examinations are being 
maintained as per the Factories Act 1948. 

XIII The company shall undertake eco-
developmental measures including 
community welfare measures in the project 
area for the overall improvement of the 
environment. The eco-developmental plan 
shall be submitted to the APPCB within 
three months of receipt of this letter for 
approval. 

Complied. 

The industry is undertaking all eco-
developmental activities for the welfare of the 
community. Copies of CSR activities carried 
by the industry are being submitted to IRO, 
MoEF&CC along with six monthly compliance 
Reports. 

B. General Conditions 

S.NO Description of Condition Compliance Status 

I. The project authorities shall strictly 
adhere to the stipulations made by the 
Andhra Pradesh Pollution Board. 

Complied. 

The industry is complying with all the 

stipulated conditions mentioned in the CTO 

issued by APPCB. 

II. At no time, the emissions shall exceed the 
prescribed limits. In the event of failure of 
any pollution control system adopted by 
the unit, the unit shall be immediately put 
out of operation and shall not be restarted 
until the desired efficiency has been 
achieved 

Complied. 

 

The industry is taking all precautions to 
maintain the emissions well within the 
norms prescribed and emissions are not 
exceeding the norms prescribed. Regular 
monitoring of emissions is being carried by 
the industry. 

The industry is putting out all operations of 

the unit if any failure in the pollution control 

system. 
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III. No further expansion or modifications in 

the plant shall be carried out without prior 
approval of the Ministry of Environment 
and Forests. In case of deviations or 
alternations in the project proposal form 
those submitted to this Ministry for 
clearance, a fresh reference shall be made 
to the Ministry to assess the adequacy of 
conditions imposed and to add additional 
environmental protection measures 
required, if any. 

Complied. 

The industry won’t carry out any 
expansions or modifications without the 
prior approval of MoEF&CC. 

IV. The project authorities shall strictly comply 
with the rules and regulations under 
Manufacture, Storage and import of 
Hazardous Chemicals Rules, 1989 as 
amended in October 1994 and January 
2000. Authorization from the SPCB shall 
be obtained for collection, treatment, 
storage, and disposal of hazardous 
wastes. 

Complied. 
The industry is complying with all the rules 
and regulations under Manufacture, 
Storage and import of Hazardous 
Chemicals Rules, 1989 as amended in 
October 1994 and January 2000. 
Authorization from the SPCB has been 
obtained for collection, treatment, storage, 
and disposal of hazardous wastes. 

V. The project authorities strictly comply with 
the rules and regulations with regard 
to handling and disposal of hazards 
wastes in accordance with the Hazardous 
Wastes (Management and Hazardous) 
Rules, 2003. Authorization from the 
A.P.Pollution Control Board must be 
obtained for collections / 
treatment/storage/disposal of hazardous 
wastes. 

Complied. 

The industry is complying with the rules and 
regulations with regard to handling and 
disposal of hazards wastes in accordance 
with the Hazardous Waste (Management, 
Handling and Transboundary) Rules, 2016. 
Authorization from the A.P.Pollution 
Control Board has been obtained for 
collections  /  treatment/  storage/ 
disposal of hazardous wastes 

VI. The overall noise levels in and around the 
plant area shall be kept well within the 
standards (85 dBA) by providing noise 
control measures including acoustic 
hoods, silencers, enclosures etc. on all 
sources of noise generation. The ambient 
noise levels shall conform to the standards 
prescribed under Environment 
(Protection) Act, Rules, 1989 viz, dBA 
(day time) and 70 bBA (night time). 

Complied  

The industry is monitoring Noise levels 
regularly inhouse by using portable 
instruments and through third party 
(Approved by MoEF&CC) once in a month 
and records are being maintained.  Reports 
are being submitted to IRO, MoEF&CC 
along with six monthly compliance Reports. 

VII. A separate Environmental Management 
Cell equipped with full-fledged laboratory 
facilities shall be set up to carry out the 
Environmental Management and 
Monitoring functions. 

Complied. 
The industry is having dedicated 
Environmental Management Cell with 
laboratory facilities to carry out the 

Environmental Management and  

monitoring functions. 

VIII. As proposed in EIA/EMP, Rs. 3.09 Cores 
and Rs.1.00 Cores/annum earmarked 
towards capital cost and recurring cost 
/ annum for environmental pollution control 
measures shall be judiciously utilized to 
implement the conditions stipulated by the 
Ministry of Environment and Forests as 
well as the State Government along with 
the implemented schedule for all the 
conditions stipulated herein. The funds so 
provided shall not be diverted for any other 
purpose. 

Complied. 

The industry has already invested 
Rs.180.0 Crores as capital investment for 
pollution control devices and incurring Rs. 
20.00 Crores as recurring expenditure per 
annum in the premises of M/s Hetero 
Infrastructure SEZ Pvt Ltd. 
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IX. The implementation of the project vis-à-vis 

environmental action plans shall be 
monitored by Ministry’s Regional Office at 
Bangalore /SPCB / CPCB. A six monthly 
compliance status report shall be 
submitted to monitoring agencies. 

Complied by the industry. 

A six-monthly compliance status report is 
being submitted to IRO, MoEF&CC 
through email: eccompliance-ap@gov.in 

X. The project proponent shall inform the 
Regional Office as well as the Ministry, the 
date of financial closure and final approval 
of the project by the concerned authorities 
and the date of start of the project. 

Not Applicable. 

Own Funds are being utilized for the 
project. 

XI. The project authorities shall inform the 
Regional Office as well as the Ministry, the 
date of financial closure and final approval 
of the project by the concerned 
authorities and the date of stared of the 
project. 

Not Applicable. 

 
For Hetero Labs Ltd, Unit-III 

 
 
 

S. Kullayi Reddy 
Associate Vice President -EHS 
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SV ENVIRO LABS & RESEARCH PRIVATE LIMITED
formerly known as SV ENVIRO LABS & CONSULTANTS
Researching for better Environmental Solutions

Ref: SV/HLL3/26-04/01

NAME AND ADDRESS

कतिः एति राहता

Narure Proteets if Sle is Protec

Date: 23-04-2026

M/s. HETERO LABS LIMITED (UNIT-III),
Nallamatipalem Village,
Nakkapally Mandal,
Visakhapatnam District.

SAMPLE PARTICULARS : AMBIENT AIR QUALITY

SOURCE OF COLLECTION Near Canteen Area

DATE & TIME OF START A 14-04-2026@ 12:30 hr

DURATION OF SAMPLING : 24 Hours

ATMOSPHERE CONDITION Clear Sky

TEST REPORT

S.No PARAMETER UNIT RESULT
NAAQ

STANDARDS

1.
Particulate Matter(Size<10µ) or
PM10 µg/m³ 59.7 100

2.
Particulate Matter(Size<2.5µ) or
PM25 ug/m 20.4 60

3. Sulphur Dioxide - SO2 µg/m³ 12.8 80

4. Oxides of Nitrogen - NOx µg/m³ 10.5 80

MЕTHOD

IS:5182 (P-23)
Gravimetric

IS:5182 (P-24)
Gravimetric

IS:5182 (P-2)- West

and Geake Method

IS:5182(P-6) - Jacob
& Hochheiser Method

awy
CHECKED BY

P 
SV
 E
nv
iLabs & ResearcA이

VSP-12
15

AUTHORIZED SIGNATORY

Corporate Office and Laboratory: Enviro House, B-1, Block-B, IDA, Autonagar, Visakhapatnam - 530012

Hyderabad Office: #402, SaiKrishna Villa, Behind CMR Shopping Mall, AS Raju Nagar, Kukatpally, Hyderabad - 500072

Website: www.svenvirolabs.com

E-Mails: info@svenvirolabs.com, svenviro_labs@yahoo.co.in
|Contacts
0891-2755528, +91 7207664444

PAN: ABQCS0643F

CIN: U74909AP2025PTC119098

ANNEXURE-II
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(S SV ENVIRO LABS & RESEARCH PRIVATE LIMITED
formerly known as SV ENVIRO LABS & CONSULTANTS
Researching for better Environmental Solutions NAP P

ति

Ref: SV/HLL3/26-04/02

NAME AND ADDRESS :

SAMPLE PARTICULARS

SOURCE OF COLLECTION

DATE & TIME OF START :

Date: 23-04-2026

M/s. HETERO LABS LIMITED (UNIT-IIІ),

Nallamatipalem Village,
Nakkapally Mandal,
Visakhapatnam District.

AMBIENT AIR QUALITY

Near Production Area (Block-A)

14-04-2026@ 12:45 hr

DURATION OF SAMPLING : 24 Hours

ATMOSPHERE CONDITION : Clear Sky

TEST REPORT

S.No PARAMETER UNIT RESULT

1.
Particulate Matter(Size<10µ) or

PM10
Hg/m³ 57.5 100

2. Particulate Matter(Size<2.5µ) or
PM2.5 ug/m3 23.1 60

3. Sulphur Dioxide - SO2 µg/m³ 14.4 80

4. Oxides of Nitrogen - NOX g/m 11.6 80

NAAQ
STANDARDS

METHOD

IS:5182 (P-23)
Gravimetric

IS:5182 (P-24)
Gravimetric

IS:5182 (P-2)- West

and Geake Method

IS:5182(P-6) - Jacob
& Hochheiser Method

ouwy
CHECKED BY

abs & Researc
VSP-12

AUTHORIZED SIGNATORY

Lid
SV 
EV

Corporate Office and Laboratory: Enviro House, B-1, Block-B, IDA, Autonagar, Visakhapatnam - 530012
Hyderabad Office: #402, SaiKrishna Villa, Behind CMR Shopping Mall, AS Raju Nagar, Kukatpally, Hyderabad - 500072

Website: www.svenvirolabs.com Contacts PAN: ABQOS0643F

E-Mails: info@svenvirolabs.com, svenvirolabs@yahoo.co.n 10891-2755528, +91 7207664444 CIN: U74909AP2025PTC119098



SV ENVIRO LABS & RESEARCH PRIVATE LIMITED
formerly known as SV ENVIRO LABS & CONSULTANTS

Researching for better Environmental Solutions

Ref: SV/HLL3/26-04/03

NAME AND ADDRESS :

Date: 23-04-2026

M/s. HETERO LABS LIMITED (UNIT-IIІ),

Nallamatipalem Village,
Nakkapally Mandal,
Visakhapatnam District.

SAMPLE PARTICULARS : AMBIENT AIR QUALITY

SOURCE OF COLLECTION : Near Production Block

DATE & TIME OF START 14-04-2026@ 13:00 hr

DURATION OF SAMPLING : 24 Hours

ATMOSPHERE CONDITION Clear Sky

TEST REPORT

S.No PARAMETER UNIT RESULT

1.
Particulate Matter(Size<10µ) or
PM10 ug/m 64.6 100

2.
Particulate Matter(Size<2.5µ) or

PM25
µg/m3 26.1 60

3. Sulphur Dioxide - SO2 µg/m³ 16.7 80

4. Oxides of Nitrogen - NOx µg/m³ 14.2 80

oly
CHECKED BY hLabs & NesealcAVSP.12 al

37

कृति न

NAAQ
STANDARDS

MЕTHОOD

IS:5182 (P-23)
Gravimetric

IS:5182 (P-24)
Gravimetric

IS:5182 (P-2)- West

and Geake Method

IS:5182(P-6) - Jacob
& Hochheiser Method

AUTHORIZED SIGNATORY

Corporate Office and Laboratory: Enviro House, B-1, Block-B, IDA, Autonagar, Visakhapatnam 530012

Hyderabad Office: #402, SaiKrishna Villa, Behind CMR Shopping Mall, AS Raju Nagar, Kukatpally, Hyderabad - 500072

Website: www.svenvirolabs.com Contacts | PAN: ABOCS0643F
E-Mails: info@svenvirolabs.com, svenviro labs@yahoo.co.in 0891-2755528, +91 7207664444 I CIN: U74909AP2025PТС119098



HETERO LABS LIMITED, UNIT-III 
SCBUBBERS LIST 

ALL BLOCKS SCBUBBERS DETAILS  

S.N
O 

  BLOCK  SCB No 
DESCRIPTION   ON 

LINE PH 
METER 

Number of 
Stages  CFM MOC  

Receiver 
CAP (KL) 

1 

Cluster-4 

PB1 

PB1/SCB-001 Ø2000*6.1M PPFRP 5 yes 
Double Stage 

PB1/SCB-002 Ø2000*6.1M PPFRP 5 yes 

2 
PB1/SCB-003 Ø2000*6. M 

PPFRP 
5 YES 

Double Stage 
PB1/SCB-004 Ø2000*6 M 5 YES 

3 
PB1/SCB-005 Ø2000*6 M PPFRP 2 YES 

Double Stage 
PB1/SCB-006 Ø2000*6 M PP/FRP 2 yes 

4 PB2 
PB2/SCB-001 Ø 2000*6.1M PPFRP 5 

YES Double Stage 
PB2/SCB-002 Ø 2000*6.1M PPFRP 5 

5 

PB3 

PB3/SCB-001 Ø 2000*6.1M 
PPFRP 5 YES Double Stage  

PB3/SCB-002 
Ø 2000*6.1M 

 

6 
PB3/SCB-003 PPFRP 5 

YES 

Double Stage 

 

PB3/SCB-004 
Ø 2000*6.1M 

PP/FRP 5  

7 

PB3/SCB-005 PP/FRP    

PB3/SCB-006 Ø 1000*6.1M 
HDPE 

5 
Double Stage 

 

PB3/SCB-005 Ø 1000*6.1M 5  

8 

PB4 

PB4/SCB-001 Ø2000*6.M PP/FRP 5 YES 
Double Stage 

 

PB4/SCB-001 Ø2000*6.M PP/FRP 5 YES  

9 
PB4/SCB-002 Ø800*6.1M HDPE 2 NO 

Double Stage 
 

PB4/SCB-003 Ø800*6.1M HDPE 2 NO  

10 

Cluster-1 

C 
C/SCB-01 Ø800*6M HDPE 3 

YES Double Stage 
 

C/SCB-02 Ø800*3M HDPE 3  

11 C 
C/SCB-04 Ø1000*8M HDPE 3 YES 

Double Stage 
 

C/SCB-05 Ø1000*6M HDPE 3 YES  

12 H 
H/SCB-01 Ø1000*8M HDPE 2 

YES Double Stage 
 

H/SCB-02 Ø1000*8M HDPE 2  

13 H 
H/SCB-03 Ø1000*6M HDPE 2 

YES Double Stage 
 

H/SCB-04 Ø1000*6M HDPE 2  

14 G 
G/SCB-01 Ø1000*6M HDPE 2 YES 

Double Stage 
 

G/SCB-02 Ø1000*6M HDPE 2 YES  

15 G 
G/SCB-03 Ø1000*6M HDPE 2 YES 

Double Stage 
 

G/SCB-04 Ø1000*8M HDPE 2 YES  

16 

Cluster-2 

L L/SCB-01 
Ø1000*8M HDPE 2 

YES Double Stage 
 

Ø1000*8M HDPE 2  

17 L L/SCB-02 
Ø1000*6M HDPE 3 

YES Double Stage 
 

Ø1000*6M HDPE 3  

18 L L/SCB-03 
Ø1000*6M HDPE 5 

YES Double Stage 
 

Ø1000*6M HDPE 5  

19 L L/SCB-04 
Ø900*6M HDPE 2 

YES Double Stage 
 

Ø900*6M HDPE 2  

20 K K/SCB-01 Ø1000*6M HDPE 2 YES Double Stage  

ANNEXURE-III



K/SCB-02 Ø1000*6M HDPE 2 Double Stage  

  K/SCB-03 Ø1000*6M HDPE 2 YES 

Multistage 

 

21 E 

E/SCB-01 Ø800*6M 

PPFRP 

5 

YES 

 

E/SCB-02 Ø800*6M 5  

E/SCB-03 Ø800*6M 5  

22 E 
E/SCB-04 Ø800*6M HDPE 2 YES 

Double stage  
 

E/SCB-05 Ø800*6M HDPE 2 YES  

23 J 
J/SCB-01 Ø1000*6M HDPE 2 

YES Double stage  
 

J/SCB-01 Ø1000*6M HDPE 2  

24 J 

J/SCB-02 Ø1000*6M 

HDPE 

2 
YES 

Multi stage  

 

J/SCB-03 Ø1000*6M 2  

  J/SCB-04 Ø1000*6M 2    

25 

Cluster-3 

P P/SCB-01 Ø800*6M PP 2 
YES Double Stage 

 

P P/SCB-02 Ø800*6M HDPE 3  

26 I 

I/SCB-01 Ø1000*6M 

HDPE 

2 

YES Multistage 

 

I/SCB-02 Ø1000*6M 2  

I/SCB-03 Ø1000*6M 2  

27 I 
I/SCB-04 Ø2000*6M 

HDPE 
2 

YES Double Stage 
 

I/SCB-05 Ø2000*6M 2  

28 I 
I/SCB-07 Ø1000*6M 

HDPE 
2 

YES Double Stage 
 

I/SCB-08 Ø1000*6M 2  

29 I 
I/SCB-09 Ø1000*6M 

HDPE 

2 
YES Double Stage 

 

I/SCB-10 Ø1000*6M 2  

30 I 
I/SCB-11 Ø1000*6M 2 

YES Double Stage 
 

I/SCB-12 Ø1000*6M 2  

31 IDS 
IDS/SCB01 

Ø250*1M PPFRP 1 No Double Stage 
 

IDS/SCB02  

32 

N-Block  

N/SCB-001 Ø 2000*6.1M HDPE 3 YES 
Double Stage 

 

N/SCB-002 Ø2000*6.1 M HDPE 3 YES  

33 
N/SCB-003 Ø2000*6.1 M HDPE 3 YES 

Double Stage 
 

N/SCB-004 Ø2000*6.1 M HDPE 3 YES  

34 
Bromine 

plant 

BRS/SCB-1 Ø800*1M HDPE 2 YES 

Multi stage  

 

BRS/SCB-2 Ø800*1M HDPE 2 YES  

BRS/SCB-2 Ø800*1M HDPE 2 YES  

35 
Dry Hcl 
Plant  

Dry Hcl/SCB-01 Ø1000*6M 

HDPE 

2 

YES Multistage 

 

Dry Hcl /SCB-02 Ø1000*6M 2  

Dry Hcl /SCB-03 Ø1000*6M 2  

36 Common Scrubber -I 
common/SCB/001 Ø 2000*6.1M HDPE 3 YES 

Double Stage 
 

  Ø2000*6.1 M HDPE 3 YES  

37 Common Scrubber -2 
common/SCB/002 Ø 2000*6.1M HDPE 3 YES 

Double Stage 
 

  Ø2000*6.1 M HDPE 3 YES  

38 Common Scrubber -3 
common/SCB/003 Ø 2000*6.1M HDPE 3 YES 

Double Stage 
 

  Ø2000*6.1 M HDPE 3 YES  

39 Common Scrubber -4 common/SCB/003 
Ø 2000*6.1M HDPE 3 YES 

Double Stage 
 

Ø2000*6.1 M HDPE 3 YES  

 



Description AAQMS_2_Near_South_Gate-
PM10 - (ug/m3) Raw

AAQMS_2_Near_South_Gate-
PM2.5 - (ug/m3) Raw

AAQMS_2_Near_South_Gate-
SO2 - (ug/m3) Raw

AAQMS_2_Near_South_Gate-
NOx - (ug/m3) Raw

AAQMS_2_Near_South_Gate-
CO - (mg/m3) Raw

AAQMS_2_Near_South_Gate-
VOC - (ug/m3) Raw

Prescribed
Standards 0 - 100 0 - 60 0 - 80 0 - 80 0 - 4 0 - 100

Maximum
Data 72.96 12.56 62.36 4.7 0.13 0.44

Minimum
Data 4.33 2.01 37.46 4.39 0.01 0.08

Geometric
Mean 12.05 4.74 48.71 4.56 0.06 0.28

Median 7.52 4.16 47.5 4.57 0.06 0.29
Standard
Deviation 15.02 2.32 7.3 0.08 0.03 0.11

Maximum
Value At

Time
2026-05-16 2026-05-20 2026-05-20 2026-05-03 2026-05-20 2026-05-01

Minimum
Value At

Time
2026-05-02 2026-05-16 2026-05-03 2026-05-20 2026-05-03 2026-05-02

Valid Data
Points 20 20 20 20 20 20

Total Data
Points 20 20 20 20 20 20

Data
Availability

%
100.0% 100.0% 100.0% 100.0% 100.0% 100.0%

Sl
No Time AAQMS_2_Near_South_Gate-

PM10 - (ug/m3) Raw
AAQMS_2_Near_South_Gate-

PM2.5 - (ug/m3) Raw
AAQMS_2_Near_South_Gate-

SO2 - (ug/m3) Raw
AAQMS_2_Near_South_Gate-

NOx - (ug/m3) Raw
AAQMS_2_Near_South_Gate-

CO - (mg/m3) Raw
AAQMS_2_Near_South_Gate-

VOC - (ug/m3) Raw

1 2026-
05-01 13.47 3.40 44.89 4.63 0.04 0.44

2 2026-
05-02 4.33 3.19 40.26 4.63 0.05 0.08

3 2026-
05-03 7.33 5.05 37.46 4.70 0.01 0.24

4 2026-
05-04 9.98 7.21 37.98 4.64 0.07 0.28

5 2026-
05-05 9.57 5.32 48.30 4.53 0.09 0.25

6 2026-
05-06 9.86 5.74 58.39 4.49 0.11 0.13

7 2026-
05-07 7.72 4.76 61.75 4.42 0.09 0.32

8 2026-
05-08 7.20 4.20 56.25 4.51 0.05 0.40

9 2026-
05-09 5.20 3.10 48.75 4.56 0.02 0.44

10 2026-
05-10 8.02 4.30 49.75 4.54 0.04 0.27

11 2026-
05-11 5.16 3.12 53.82 4.47 0.07 0.34

12 2026-
05-12 7.33 3.66 45.11 4.59 0.05 0.20

13 2026-
05-13 6.87 3.87 45.28 4.61 0.05 0.28

14 2026-
05-14 5.65 4.13 43.87 4.63 0.05 0.35

15 2026-
05-15 4.34 2.70 43.79 4.63 0.06 0.29

16 2026-
05-16 72.96 2.01 43.89 4.59 0.06 0.17

17 2026-
05-17 20.30 3.73 46.70 4.63 0.04 0.39

18 2026-
05-18 7.00 4.96 49.78 4.56 0.06 0.32

19 2026-
05-19 8.37 7.74 55.82 4.48 0.07 0.36

20 2026-
05-20 20.34 12.56 62.36 4.39 0.13 0.10

Report Details: HETERO | 2026-05-20 16:03:13 | Custom Report

Real Time Data Acquisition And Monitoring

Site Name: Hetero Infrastructre SEZ Ltd
Report: Custom Report

From Date: 2026/05/01 00:00:00 To Date : 2026/05/20 15:57:26

ANNEXURE-IV



HETERO INFRATSRUCTURE SEZ LTD 

Photographs of Diesel Generator sets in the plant 
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GRIT CHAMBER

(2.15X5.3X2.4M)

FLASH MIXER-I

(1.12X1.12X2.6M)

PRIMARY CLARIFIER-I

(8X3.5M SWD)

STRIPPER-I

(30KL/Hour)

MEE-I

(600KLD)

ATFD-I

(30m2)

HTDS

AERATION TANK-I(A)

(55X20X6M + 0.5m FB)

13000 KL

SECONDARY CLARIFIER-I

(8X3.5M SWD)

SECONDARY CLARIFIER-II

(8X3.5M SWD)

LTDS

TREATED EFFLUENT TANK

(10X15X4M)

SAND FILTER

CARBON FILTER

SLUDGE BLENDER

(5.6X6X4.0M + 0.5FB)

SLUDGE THICKENER

(10M Dia X4M SWD)

SCREW PRESS - I

TO SRS

SCREENING CHAMBER

GRIT CHAMBER

OIL TRAP

EQUALIZATION

TANK-I

EQUALIZATION

TANK-II

EQUALIZATION

TANK-III

EQUALIZATION

TANK-IV

MEE-I

15KL/Hour

MEE-II

7.5KL/Hour

HTDS

SAND FILTER

CARBON FILTER

TO SRSTO SRS

FLOCULATOR-I

(2.3X2.3X2.5M+0.9FB)

SECONDARY CLARIFIER-III

SECONDARY CLARIFIER-IV

EXISTING ETP - 450KLD

1 MLD NEW ETP

SCREENING CHAMBER

(2.15X1X2.4M)

EQUALIZATION TANK-I

(20X15X3.5+0.5M FB)

1050KL

EQUALIZATION TANK-II

(20X15X3.5+0.5M FB)

1050KL

EQUALIZATION TANK-III

(20X15X3.5+0.5M FB)

1050KL

EQUALIZATION TANK-IV

(20X15X3.5+0.5M FB)

1050KL

FLASH MIXER-II

(1.12X1.12X2.6M)

FLOCULATOR-II

(2.3X2.3X2.5M+0.9FB)

PRIMARY CLARIFIER-II

(8X3.5M SWD)

ATFD-II

(30m2)

ATFD-III

(30m2)

MEE FEED TANK

(13.5X8X3M + 0.5m FB)

380KL

INTERMEDIATE TANK

(13.5X8X3M + 0.5m FB)

380KL

AERATION TANK-I(B)

(55X20X6M + 0.5m FB)

13000 KL

AERATION TANK-II

(63X15X4.5M + 0.5m FB)

4250 KL

FINAL CLARIFIER

(10X3M SWD)

FLASH MIXER

(1.2X1.2X2M+0.6FB)

FLOCULATOR

(2.9X2.6X2.5M+0.9FB)

TUBE DECK

(2.85X2.4X4M)

FAT TRAP

(2.15X4X2.4M)

FLASH MIXER

(0.6X0.6X1.2M)

PRIMARY CLARIFIER

(6X3.5M SWD)

FLOCULATOR

(1.68X1.68X2M)

MEE FEED TANK

(10.3X8.4X2.3M)

200KL

STRIPPER-I

15KL/Hour

STRIPPER-I

7.5KL/Hour

ATFD

(30m2)

LTDS

FLASH MIXER

(0.6X0.6X1.2M)

FLOCULATOR

(1.68X1.68X2.0M)

TUBE DECK

(2.35X2.35X2.25M)

SECONDARY CLARIFIER-I

(6X3.5M SWD)

SECONDARY CLARIFIER-II

(6X3.5M SWD)

AERATION TANK-II

(35X22X2.85M)

2200 KL

INTERMEDIATE TANK

(14.1X6.9X2.6M)

250KL

AERATION TANK-I

(45X35X3.5M)

5500 KL

BIO TOWER

GP-I

( 1920 KL )
GP-II

( 2400 KL )
GP-IV

( 2700 KL )
GP-III

( 3153 KL )

TREATED EFFLUENT TANK

(10.3X10.3X1M)

100KL

SCREW PRESS - II SCREW PRESS - III

SLUDGE DRYER

TO TSDF

TO TSDF

TO TSDF

HETERO INFRASTRUCTURE SEZ LIMITED

DE-NITRIFICATION TANK

(11.4X11.4X5.0M+0.5FB)

PROPOSED

INSTALLED

5
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Online Effluent Monitoring System 

 

         

                 Online pH Meter 

 

 

         TOC Analyzer 

 

 

 

 

               Online TSS Meter 

 

  

 

   

               Marine Flow Meter 
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HAZARDOUS WASTE AND MODE OF DISPOSAL 

 

Hazardous wastes are being disposed as per the conditions stipulated by APPCB in the CTO. 
Minimum stocks are being maintained in the Hazardous waste storage yard. 
Hazardous waste and mode of disposal specified by the APPCB in CTO is mentioned below: 
 

S.No Details of waste Mode of Disposal 

1 Process Solid waste To TSDF, Parawada, Anakapalli Dist. For 
secured Land filling 2 MEE/ Forced Evaporation Salt 

3 Incineration Ash 

4 ETP Sludge 

5 Solvent Residue/Organic 
Residue 

Shall be incinerated to sent to Cement 
industries for Co-
incineration/Coprocessing/ Pre-processing 
units 

6 Spent Carbon 

7 Damage or Rejected 
APIs/products 

8 Damaged or Expired Raw 
materials 

9 Used PPEs Shall be incinerated in in-house incinerator 
or sent to Cement industries for incineration 

10 Used Oils To Re-processing units authorized by APPCB 

11 Used Batteries Shall be sent to suppliers on buy back basis 

12 e-Waste/ electrical waste Sent to Authorized Recyclers approved by 
APPCB/CPCB. 

13 Empty Drums/ Containers/ 

Liners 
contaminated with Hazardous 
chemicals/waste 

To outside agencies after complete 

detoxification. 

14 Empty barrels / containers / 
liners 
contaminated with hazardous 
chemicals / wastes 

15 LDPE Paper To authorized Recyclers/ outside agencies 

16 Coal Ash from Boilers To Brick manufacturing units 

17 Spent Solvents Shall be recycled within the units of Hetero 
Infrastructure SEZ Ltd or sold to outside 
agencies 

18 Recovered Solvents 
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Emergency Equipment List 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Summary of Fire extinguishers  

CO2 

2kg 40 

4.5kg 205 

22.5kg 103 

45kg 53 

FOAM 

9Lts 37 

50Lts 147 

130Lts 2 

DCP 

5kg 19 

10kg 51 

25kg 133 

50kg 23 

Total 813 
FOAM CO2 DCP 

ANNEXURE-IV
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HETERO LAB LIMITED, (UNIT-III) 
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DETAILS OF FIRE HYDRANT SYSTEM & FIRE TENDER 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Details of Pump-House: 
 

Sl.No Description of the Pump 
Working 
pressure 

Discharge 
capacity 

Working mode 

1. 
Jockey Pump : 
HP:20 , RPM: 2920 
Pump Head : 95.1m 

7Kg/cm2 61m3/hr. AUTO-MODE 

2 
Jockey Pump : 
HP:20 , RPM: 2920 
Pump Head : 95.1m 

7Kg/cm2 61m3/hr. AUTO-MODE 

3 
Electrical Pump: 
HP:150,RPM:1480 
Pump Head :88m 

>7Kg/cm2 273m3/hr AUTO-MODE 

4 
Diesel Generator Driven pump: 
HP:133,RPM:1800 
Pump Head :88m 

>7Kg/cm2 273m3/hr 
MANUAL -

MODE 
 

 

FIRE HYDRANT SUMP CAPACITY: 600 KL 
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                                           Single Hydrant  

                                          Points: 119 No’s                                                                    Double Hydrant  

                              Points: 48 No’s 
                                                       
 
 
                                                                 
 

                        Foam Monitors: 16 No’s 
                                          

First Aid Hose reel: 86 No’s                                                                                 
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SPRINKLER SYSTEM 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
                                               HIGH PRESSURE WATER MIST FIRE TENDER 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

Foam Inductors 30 No’s 

Total Sprinklers 2420 No’s 

Foam Quantity 10,000 Lts 

FIRE TENDER DETAILS: 

Engine model EICHER 10.95 

Water tank capacity 3500Ltrs. 

Foam Tank capacity 350Ltrs. 

 Foam water monitor capacity 2000LPM 

High pressure pump 150Lpm @100bar 

High pressure hose pipe 
60mtrs length 

02 no’s 
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FIRE DETECTION & FLOODING SYSTEM 

 

 

 
 
 
 
 
 
 
 
 
 
 
 

Fire Alarm System 

S.No Block 
No. of Smoke 

Detectors 
No. Heat 

Detectors 
No. of UV 
detectors 

Beam 
Detectors 

1 Ware House-1 34 0 14 0 

2 Ware House-2 34 0 0 0 

3 Ware House-7 34 0 14 0 

4 Ware House-10 32 0 0 0 

5 Pharma Area- 1 43 12 38 0 

6 Pharma Area- 2 43 12 38 0 

7 QC 34 0 0 0 

8 Ware House-4 0 0 0 4 

9 Ware House-6 0 0 0 4 

10 QA(ARCCHIEVES) 
4 smoke Detectors 
with CO2 flooding 

system 
0 0 0 
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Wind Socks Checklist 

S.No Block/Location Area 

1 C-Block Top Floor east side 

2 H-Block 
Top Floor North west 
corner 

3 E-Block 
Top Floor South west 
corner 

4 L-Block 
Top Floor North west 
corner 

5 I-Block 
Top Floor North west 
corner 

6 PB5 Top Floor East side 

7 PB3 
Top Floor North west 
corner 

8 Pharma-I 
Top Floor North west 
corner 

9 Pharma-II 
Top Floor North west 
corner 

10 SRS Phase-II Top Floor 

11 H-Block East Side Top on Pipe rack Bridge 

12 K-Block East Side Top on Pipe rack Bridge 

13 D&S/B Middle Top on Pipe rack Bridge 

14 PB4 East Side Top on Pipe rack Bridge 

15 PB2 East Side Top on Pipe rack Bridge 



From:

Director General

State Disaster Response & Fire Services

Andhra Pradesh, Vijayawada.

Sir,

Government of Andhra Pradesh

A.P. State Disaster Response and Fire Services Department

Periodical Renewal Fire Certificate
To:

Associate Vice President,

HETERO LABS LIMITED UNIT.
III,Sy.Nos: ll9, 120, 126 (Paft), 150, t 5lll
& 2, N.Narasapuram & Nallamattipalem

Villages, Nakkapalli Mandal, Anakapalli

District Pin 531081

Ele-l{pJ8ss:rAKPl[1S81202], Date:1 023

Occupansy NoC RC Number: Rc.N

Sub: Andhra Pradesh State Disaster Response and Fire Services Department - Periodical Fire Certificate to the

constructed Multi Storeyed Building of HETERO LABS LIMITED UNIT-III, represented by
MOHANA REDDY CHILUKURI, Sy Nos 119,120,126 (Part),r50,151/l & 2, N.Narasapuram &
Nallamattipalem Villages, Nakkapalli Mandal, Anakapalli District Pin 531081 - Regarding.

Ref: l. G.O.Ms.NO.7l Home (Prisons-A) Department, Dated.0l -04-2010 & G.O.Ms.NO.9O Home(Prison

& Fire Services), Dt l3-08-2021 A G.O.No 120 Home (Prisons & Fire), Dt 25-10-2021

2. This Ofiice Delegation of Powers Rc.No.3350/Audit/f{OCl20l2, Dated.02-05 -2023.

3. This OfIice NOC for Occupancy Rc No. Rc.No.478-A/RFO/ER/20 14. Dt: 05.05.2014,

Dt.05105/2014

4. Renewal NOC For Occuprurcy Rc.No.478-AlRFO/Etu2014. Dt: 05.05.20t4, Dt.0910612020

5. Online Application for Renewal NOC of MOHANA REDDY CHILUKURI, Sy Nos 119,120,126

(Part),150,15 l/ I & 2, N.Narasapuram & Nallamattipalem Villages, Nakkapalli Mandal, Anakapalli

District Pin 531081 - Inspection report called for Regarding.

6. Online Inspection Report submitted by Officers ofthis Department on 14/0612023.

<<0>>

The Management of HETERO LABS LIMITED UNIT-III, represented by MoHANA REDDY

CHILUKURI, Sy Nos 119,120,126 (Part),150,15111 8.2, N.Narasapuram & Nallamattipalem villages,

Nakkapalli Mandal, Anakapalli District Pin 531081 has requested to issue Periodical Fire Certificate duly

remitting the Fire Precautionary fee for ks.4776311- vide challan No. 71017857322023, Dated 10/0412023 at

Through CFMS online, Through CFMS online.

PRODUCTION BLOCK-A

,PRODUCTION BLOCK-D

,PRODUCTION BLOCK-G

,PRODUCTION BLOCK-H

ANNEXURE-V

ANNEXURE-XII



,WARE HOUSE-1&2

,WARE HOUSE.3

,PRODUCTION BLOCK-C

,WARE HOUSE-4

,WARE HOUSE-5

,DRU[V YARD

,SOLVENT STORAGE YARD

,CYLINDER SHED

,PRODUCTION BLOCK_B

,QC&PHARMA

,UTILITY &PCC ROOM

,ADMINISTRATION BLOCK

l. This certificate is being issued as per G.O.Ms.No:90,Home(Prisons & Fire),Dt: l3{8 -2021 &
GO.No: I 20,Home(Prisons & Fire),Dt-25- I 0-202 I

2. The No Objection Certificate for Occupancy was issued vide reference cited (3) and the Management has also

obtained Periodical Renewal Fire Certificate for vide reference 4th cited to the constructed Multi Storeyed

Building.

3. The Officers of the department have recommended to issue The Periodical Renewal Fire Certificate
MOHANA REDDY CHILIXURI Sy Nos 119,120,t26 (Part),150,151/l & 2, N.Narasapuram &
Nallamattipalem Villages, Nakkapalli Mandal, Anakapalli District Pin 531081, subject to the following
conditions.

Buildcr
the fire protection

gements shall be maintained
n good condition as seen during

OccupantSI

I

s Security Personnel

ll the escape/exit routes shall not
kept locked/blocked or

ached

ll the occupants must know the

orrect method ofoperation ofthe
re fighting system installedtron.



tion / alteration, ifany in the

ilding may be verified by

lding authority

is Only for Fire Safety Point

View.

lloccupants shall be trained to

rate the fire safety equipments

rulng emergency

ock drills should be conducted

ce in 3 months for initial two

Thereafter, once in every 6

ths

the alarm if the fire cannot

ontrolled; Evacuate the area

ompletely at once with nearest

fe exit

4. This Periodical Renewal Fire Certificate is valid fiom 1510612023 to 14/0612026.

5. The Responsibility/liability of the owner/occupier or both to maintain Fire safety measures in good condition

in all times, in accordance with AP Fire safety Act 1999 and Rules, 2006.

6. The Applicant/Management has agreed to comply with proposed revision offire safety measures, which were

sent to government vide Rc No. /MSB/Section/2023 Dt. I l-05-2023 or any other fire safety measures as may be

approved by the govemment from time to time.

The following deficiencies are identified by the officers of the department and needs to be attended to by th€

management.

Your Sincerely,

\N-U,
Director General

State Disaster Response & Fire Services

Andhra Pradesh, VijaYawada.

CopytoMoHANAREDDYCHILUKURI,HETEROLABSLIMITEDINITJII,SyNos119,120'1126
(Part),150,151/l & 2, NNarasapuram & Nallamattipalem Villages' Nakkapalli Mandal' Anakapalli District

Pin 531081

Copy to Chief Oflice for Record Purpose

Copy to Regional Fire Officer Concemed

Copy to District Fire Offtcer Concemed

Copy to Assistant District Fire Officer Concemed

Mock drills should be conducted

once in 3 months for initial two
years. Thereafter, once in every 6

monlhs.

All security personnel shall be

trained to operate the fire safety

equipments dwing emergency.

Attack the fire using available frre

equipment only ifyou feel capable

ofcontrolling. Ifnot, take all steps

to isolate the area by closing doors

and windows.

z

l

Any loss oflife or property du6 to

non-fi,rnctioning of fire safety

measures and other installations

shall be the responsibilities ofthe
management.

1



GOVERNMENT OF ANDHRA PRADESH
STATE DISASTER RESPONSE AND FIRE SERVICES DEPARTMENT

From:
The Director General,
State Disaster Response & Fire Services
Andhra Pradesh, Vij ayawada.

Rc.No.478-B /RFO/ER/2014. Dated : lta -OA-2O23.
Sir,

Sub:- A.P. State Disaster Response and Fire Services Department-MSB Section-
Change the Name from M/s Hetero Drugs Llmited Unit-VI to M/s Hetero
Labs Llmlted Unlt-UI located at Sy.No.119, t2O, L26lpartl, 150, 15t/t &2,
N.Narasapuram & Nallamattipalem Village, Nakkapalli Mandal, Anakapalli
District -Regarding.

Ref:- 1) NOC for Occupancy Rc.No.478-8/RFO/ER/20 14, dt.OS-OS-2O14. Of
Regional Fire Offrcer, Eastern Region, Hyderabad.

2) This Office Renewal NOC Rc.No.18SS4/AKP/MSB/2A23 dt:t9-O7-2023

3) Name Change proposal of M/s Hetero Labs Limited Unit III, Sy.No.l19,
12O, 126(Partl, 150, 151/1, & 2, N.Narasapuram Village, Nakkapalli
Mandal, Anakapalli District.

<<0>>

The Management has obtained Noc for occupancy from this Department vide
references l"t cited and also obtained Renewal NOC vide references 2"a cited io the existing
!y1ta1ng o1 the name of M/s Hetero Drugs Limited Unit-VI, Sy.No. 119, 120, 126(part), 1SO,
151/ 1, & 2, N.Narasapuram Village, Nakkapalli Mandal, Anakapalli District with 23 Blocks
with a tota-l built-up area of 40086.23 Sq.mtrs for Industrial Occupancy.

2l The Management of M/s Hetero Labs Limited Unit III, Sy.No.119, L2O, t26lpafi),
150, 151/1, & 2, N.Narasapuram Village, Nakkapalli Mandal, Anakapalli District has
requested to change their Industry name from M/s Hetero Drugs Llmited unit-vl to
M/s Hetero Labs Llmited untt-flI in Fire No objection certificate.lhe Management has
remitted the Fire PrecautionarJz Fee of Rs.2o069l- vtde challan No.T l2o2g467s2o23
Dated.26-o7 -2023 and towards the change of name, into Government account through
online payment as per G.O.Ms.No.71 Home (Prisons-A) Dept., Dt.Ol-O4-2OlO.

3) Under the above circumstances, the change of name m M/s Hetero Drugs
ises is here byLimited Unit-VI to M/s Hetero Labs Limited Unit-III of the s pre

modified

D irector General,
State Disaster Response d Fire Services,

Andhra Pradesh, a.

Copy to :

(i). The Management, M/s Hetero Labs Limited Unit III, Sy.No.l l
151/ 1, & 2, N.Narasapuram Village, Nakkapalli Mandal, An

(ii). The Regional Fire Officer, Zone-1, Visakhapatnam.
(iii).The District Disaster Response and Fire Officer, Anakapalli.

aya

ct
), iso,

To:
M/s Hetero Labs Limited Unit III,
Sy.No.119, 72O,726(Partl, 150, 151/1, & 2,
N. Narasapuram Village, Nakkapalli Mandal,
Anakapalli District.
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HETERO LABS LIMITED 

COMPLIANCE TO THE IMPACT ASSESSMENT AND MITIGATION 

MEASURES SUGGESTED BY  

NATIONAL INSTITUTE OF OCEANOGRAPHY 

S.NO CONDITION COMPLIANCE 

1 The proposed marine activities will have 
temporary localized impact on the 
environment during construction phase 
and are reversible within a short recovery 
period because the laying of submarine 
pipeline is a one-time activity. 

Complied. 

2 Proper mitigation measures should be 
taken during construction and operational 
phases to protect the marine ecology from 
anthropogenic shocks. 

Complying. 
 
The industry is taking all possible mitigation 
measures to protect the marine ecology from 
anthropogenic shocks by way of proper 
maintenance of diffusers, disposing treated 
effluents after meeting the standards etc. 

3 Proper environmental management plan 
should be envisaged within the industry. 
The nontoxic nature of the treated 
effluents and bioassay tests should be 
performed periodically by the industry’s 
pollution control cell. 

Complying. 
 
SOPs are in place for all environmental 
activities and are being followed 
scrupulously. 
 
The industry is disposing the treated effluent 
after meeting the standards prescribed by 
APPCB and in the presence of APPCB 
officials. Bioassay test is being carried and 
records are in place. 
 
As per the directions of APPCB, the industry 
has assigned the work of Bioassay studies to 
NIO for one year and the work is going on. 
Copy of latest Bioassay test report is 
enclosed as Annexure- a for your 
information. 

4 Periodical monitoring of the marine 
environment after the construction of the 
plant is essential to assess the health of 
the coastal environment. The results of 
this report are site specific and based on 
one-time observations only. 

Complying. 
 
The industry is regularly monitoring the 
marine quality including temperature and 
salinity at the outfall is being carried through 
NIO at regular intervals. Till now, the industry 
has carried marine studies as mentioned 
below and all reports are in place. 

Year Agency 

2007  
National Institute of Oceanography 

(NIO) 
2010 

2012 

2014 

2017 

2019 

2020 NIO through APPCB 

2022 Indomer Coastal Hydraulics 

2023 NIO 
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सीएसआईआर – रा()ीयसमु-िव0ानस3ंथान 
CSIR-NATIONAL INSTITUTE OF OCEANOGRAPHY 

(वै0ािनकतथाऔ9ोिगकअनुसधंानप?रषद)  
(COUNCIL OF SCIENTIFIC & INDUSTRIAL RESEARCH) 
दोना पावला, गोवा भारत / DONA PAULA, GOA - 403004 India!

फ़ोन! Tel : 91(0)832-2450450/ 2450327 

फै'स /Fax: 91(0)832-2450602  
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